
 

 

 

 

NTHO-D 35-40 dBA 

Specification 

 

 

 

 

Performance 

Typical Configurations

 
 

Silencer Selection 

 

 

 

 

 

 

 

Dimensions 

Model 
A B D E S H X (min) X (max) N Weight 

in mm in mm in mm in mm in mm in mm in mm in mm in mm Lbs. Kg 

NTHO-D6 6 152 58 1473 50 1270 54 1372 50 1270 20 508 10 254 10 254 4 102 288 131 

NTHO-D8 8 203 68 1727 60 1524 64 1626 60 1524 22 559 10 254 10 254 4 102 400 182 

NTHO-D10 10 254 82 2083 74 1880 78 1981 74 1880 26 660 11 279 11 279 4 102 597 271 

NTHO-D12 12 305 92 2337 84 2134 88 2235 84 2134 30 762 12 305 12 305 4 102 871 396 

NTHO-D14 14 356 106 2692 96 2438 101 2565 96 2438 36 914 15 381 15 381 5 127 1678 763 

NTHO-D16 16 406 120 3048 110 2794 115 2921 110 2794 40 1016 17 432 17 432 5 127 2174 988 

Nett Technologies is committed to continuous product development and reserves the right to change specifications without notice. 
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