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REV. DATE DESCRIPTION ECN NAME

C 7/24/2015 CHANGED 119041 FROM Ø1/8" HOSE TO Ø3/16" HOSE.  CHANGED 
BARBED HOSE FITTING FROM 1/8" HOSE TO Ø3/16" HOSE N/A RL 

B 05/29/2015 REMOVED 119024, DOES NOT EXIST IN ASSEMBLY, CHANGED PART 
NUMBER TO SALES NUMBER, ADDED TECHNICAL MANUAL N/A RL

A 05/06/2015 INITIAL RELEASE N/A RL

ITEM NO. QTY. Part Number MATERIAL Description
1 1  N/A PTLOG150 TECHNICAL MANUAL
2 1 119038 N/A PTLOG150, CONTROL MODULE
3 1 119039 N/A PTLOG150, WIRING HARNES
4 1 119029 BRASS COMPRESSION TUBE FITTING, ADAPTER, 1 ⁄ 4" TUBE x 1 ⁄ 8" MNPT, BRASS
5 1 119035 BRASS COMPRESSION TUBE FITTING, ADAPTER, 1 ⁄ 4" TUBE x 1 ⁄ 8" FNPT, BRASS
6 1 119589 BRASS 3/16" HOSE TO 1/8"NPT, BARBED HOSE FITTING
7 1 119040 Copper PTLOG150, Ø1/4” O.D. X 2’ COPPER TUBE
8 1 119041 RUBBER PTLOG150, Ø3/16” X 4’ RUBBER HOSE
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1.REMOVE ALL BURRS AND
   SHARP EDGES.
2. DIMENSIONS ARE IN INCHES
3.WEIGHT IN LBS

.X TOLERANCE OF ±0.1
.XX TOLERANCE OF ±0.06

.XXX TOLERANCE OF ±0.030
ANGULAR TOLERANCE ±2
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NETT TECHNOLOGIES INC. RESERVES PROPRIETARY 
RIGHTS TO THIS DRAWING AND THE DATA SHOWN 
THEREON AND SUBMITS IT IN CONFIDENCE ONLY. SAID 
DATA AND/OR DRAWING ARE NOT TO BE USED OR 
REPRODUCED FOR ANY PURPOSE WITHOUT THE EXPRESS 
WRITTEN CONSENT OF NETT TECHNOLOGIES INC.
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