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Industrial Grade Silencers

Model NTIN-C (Cylindrical), 15-20 dBA

TYPICAL ATTENUATION CURVE

INDUSTRIAL

N

Sound Attenuationin dB

125 250 500 1000 2000 4000 8000
Frequency in HZ

Nett Technologies’ Industrial Grade Silencers are
designed to achieve maximum performance with
the least amount of backpressure.

The silencers are Reactive Silencers and are
typically used for reciprocating or positive
displacement engines where noise level
regulations are low.

FEATURES & BENEFITS

e Qver 25 years of excellence in manufacturing
noise and emission control solutions

e Compact modular designs providing ease of
installations, less weight and less foot-print

OPTIONS

e Versatile connections including ANSI pattern
flanges, NPT, slip-on, engine flange, schedule
40 and others

e Aluminized Steel, Stainless Steel 304 or 316
construction

e Horizontal or vertical mounting brackets and
lifting lugs

ACCESSORIES

e Hardware Kits

e Flexible connectors and expansion joints

e Responsive lead time for both standard and o Elbows
TYPICAL CONFIGURATIONS custom designs to meet your needs .
L] . . ' e Thimbles
e Customized engmee_red sys’Fems solutlons_ to « Raincaps
| . mee’F challenging integration and engine . o .
o0 | => DA requirements ° Thermgl insulation: integrated or with thermal
l » ¥ . ' . insulation blankets
Contact Nett Technologies with your projects
N—- ~—N design requirements and specifications for Please see our accessories catalog for a
optimized noise control solutions. complete listing.
END IN END OUT (EI-EQ)
PRODUCT DIMENSIONS (in)
L2 Outlet] | EI-EO | SI-EO | SI-SO | Min | Nipple] 0
| ' NTIN-C1 1 4 20 18 16 3 7 2 4
@D => TA NTIN-C1.5 1.5 6 22 20 18 3 8 2 5
| o " NTIN-C2 2 6 22 19 16 3 8 3 6
1—44j—l- —N NTIN-C2.5 2.5 6 24 21 18 4 9 3 6
X NTIN-C3 3 8 26 23 20 5 10 3 7
NTIN-C3.5 3.5 9 28 25 22 5 11 3 8
SIDE IN END OUT (SI-EQ) NTIN-C4 4 10 32 29 26 5 12 3 8
NTIN-C5 5 12 36 33 30 6 14 3 9
NTIN-C6 6 14 40 36 32 7 16 4 11
13 NTIN-C8 8 16 50 46 42 8 21 4 12
X NTIN-C10 10 20 52 48 44 11 21 4 14
QA'T:BT_f NTIN-C12 12 24 62 58 54 12 26 4 16
| O NTIN-C14 14 30 74 69 64 15 31 5 20
@D 1— = L INTINcle 16 36 8 77 72 18 35 5 23
| ) NTIN-C18 18 40 94 89 84 18 42 5 25
J—:;(':I—'- NTIN-C20 20 40 110 105 100 19 52 5 25
NTIN-C22 22 48 118 113 108 22 56 5 29
SIDE IN SIDE OUT (SI-S0) NTIN-C24 24 48 130 125 120 24 62 5 29

* Other models and custom designs are available upon request. Dimensions subject to change without notice. All silencers are equipped with
drain ports on inlet side. The silencer is all welded construction and coated with high heat black paint for maximum durability.

** Standard inlet/outlet position.
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Residential Grade Silencers

Model NTRS-C (Cylindrical), 20-25 dBA

TYPICAL ATTENUATION GURVE
RESIDENTIAL
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Nett Technologies’ Residential Grade Silencers
are designed to achieve maximum performance
with the least amount of backpressure. The
silencers are Reactive Silencers and are typically
used for reciprocating or positive displacement
engines where noise level regulations are
medium-low.

FEATURES & BENEFITS

e Qver 25 years of excellence in manufacturing
noise and emission control solutions

e Compact modular designs providing ease of
installations, less weight and less foot-print

OPTIONS

e Versatile connections including ANSI pattern
flanges, NPT, slip-on, engine flange, schedule
40 and others

e Aluminized Steel, Stainless Steel 304 or 316
construction

e Horizontal or vertical mounting brackets and
lifting lugs

ACCESSORIES

e Hardware Kits

e Flexible connectors and expansion joints

TYPICAL CONFIGURATIONS ° Responsive_ lead time for both standard and o Elbows
R custom designs to meet your needs o Thimbles
e Customized engineered systems solutions to .
| , meet chaIIenggi]ng integriltion and engine * Raincaps
@D i => OA requirements e Thermal insulation: integrated or with thermal
| H T insulation blankets
Contact Nett Technologies with your projects
N=- ——N design requirements and specifications for ~ Please see our accessories catalog for a
optimized noise control solutions. complete listing.
END IN END OUT (EI-EOQ)
PRODUCT DIMENSIONS (in)
L2 Outlet | EI-E0 | SI-EO | S-S0 | Min 0
| ) NTRS-C1 1 4 20 18 16 3 10 2 4
@D i => DA NTRS-C1.5 15 6 28 26 24 3 12 2 5
| 0 ! NTRS-C2 2 6 28 25 22 4 12 3 6
J—A‘j—L ~N NTRS-C2.5 2.5 6 32 29 26 4 14 3 6
~—X NTRS-C3 3 6 34 31 28 5 15 3 6
NTRS-C3.5 3.5 9 36 33 30 5 16 3 8
SIDE IN END OUT (SI-E0) NTRS-C4 4 10 40 37 34 5 17 3 8
NTRS-C5 5 12 42 39 36 6 18 3 9
NTRS-C6 6 14 44 40 36 7 19 4 11
13 NTRS-C8 8 16 56 52 48 9 24 4 12
BA X NTRS-C10 10 20 58 54 50 11 24 4 14
T NTRS-C12 12 24 70 66 62 13 31 4 16
| O  |NTRS-C14 14 30 80 75 70 17 35 5 20
@D T => — NTRS-C16 16 36 90 85 80 17 40 5 23
| O NTRS-C18 18 40 102 97 92 18 47 5 25
j_:)tl_l' NTRS-C20 20 42 108 103 98 21 50 5 26
NTRS-C22 22 48 116 111 106 23 54 5 29
SIDE IN SIDE OUT (SI-S0) NTRS-C24 24 48 130 125 120 26 61 5 29

* Other models and custom designs are available upon request. Dimensions subject to change without notice. All silencers are equipped with
drain ports on inlet side. The silencer is all welded construction and coated with high heat black paint for maximum durability.

** Standard inlet/outlet position.
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Residential Plus Grade Silencers

Model NTRP-C (Cylindrical), 23-28 dBA

TYPICAL ATTENUATION CURVE

RESIDENTIAL PLUS

N

125 250 500 1000 2000 4000 8000
Frequency in HZ
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Nett Technologies’ Residential Plus Grade
Silencers are designed to achieve maximum
performance with the least amount of
backpressure. The silencers are Reactive
Silencers and are typically used for reciprocating
or positive displacement engines where noise
level regulations are moderate.

FEATURES & BENEFITS

e Qver 25 years of excellence in manufacturing
noise and emission control solutions

e Compact modular designs providing ease of
installations, less weight and less foot-print

OPTIONS

e Versatile connections including ANSI pattern
flanges, NPT, slip-on, engine flange, schedule
40 and others

e Aluminized Steel, Stainless Steel 304 or 316
construction

e Horizontal or vertical mounting brackets and
lifting lugs

ACCESSORIES

e Hardware Kits

e Flexible connectors and expansion joints

e Responsive lead time for both standard and e Elbows
TYPICAL CONFIGURATIONS custom designs to meet your needs .
L] . . ' e Thimbles
e Customized engineered systems solutions to .
U . ; e Raincaps
| ) mee’F challenging integration and engine . o .
oD |1 = DA requirements . Thermgl insulation: integrated or with thermal
| » 7 . ' . insulation blankets
Contact Nett Technologies with your projects
N—-- ~—N design requirements and specifications for ~ Please see our accessories catalog for a
optimized noise control solutions. complete listing.
END IN END OUT (EI-EQ)
PRODUCT DIMENSIONS (in)
L2 Outlet | EI-EO | SI-EO | $1-50 | Min | Max |Nipple| 0
| ) NTRP-C1 1 4 20 18 16 3 10 2 4
@D ™ => DA NTRP-C1.5 15 6 28 26 24 3 12 2 5
| 0 ' NTRP-C2 2 6 28 25 22 4 12 3 6
1—4‘j—L N NTRP-C2.5 2.5 6 32 29 26 4 14 3 6
X NTRP-C3 3 6 34 31 28 5 15 3 6
NTRP-C3.5 3.5 9 36 33 30 5 16 3 8
SIDE IN END OUT (SI-EQ) NTRP-C4 4 10 40 37 34 5 17 3 8
NTRP-C5 5 12 42 39 36 6 18 3 9
NTRP-C6 6 14 44 40 36 7 19 4 11
13 NTRP-C8 8 16 56 52 48 9 24 4 12
DA EX" NTRP-C10 10 20 58 54 50 11 24 4 14
—T NTRP-C12 12 24 70 66 62 13 31 4 16
| (@) NTRP-C14 14 30 80 75 70 17 35 5 20
@D T = -1 NTRP-C16 16 36 90 85 80 17 40 5 23
| ) NTRP-C18 18 40 102 97 92 18 47 5 25
1—:;('_‘_"" NTRP-C20 20 42 108 103 98 21 50 5 26
NTRP-C22 22 48 116 111 106 23 54 5 29
SIDE IN SIDE OUT (SI-S0) NTRP-C24 24 48 130 125 120 26 61 5 29

* Other models and custom designs are available upon request. Dimensions subject to change without notice. All silencers are equipped with
drain ports on inlet side. The silencer is all welded construction and coated with high heat black paint for maximum durability.

** Standard inlet/outlet position.
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Critical Grade Silencers

Model NTCR-C (Cylindrical), 25-30 dBA

TYPICAL ATTENUATION CURVE
CRITICAL

P ——
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Frequency in HZ
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Nett Technologies’ Critical Grade Silencers are
designed to achieve maximum performance with
the least amount of backpressure.

The silencers are Reactive Silencers and are
typically used for reciprocating or positive
displacement engines where noise level
regulations are moderate.

FEATURES & BENEFITS

e Qver 25 years of excellence in manufacturing
noise and emission control solutions

e Compact modular designs providing ease of
installations, less weight and less foot-print

OPTIONS

e Versatile connections including ANSI pattern
flanges, NPT, slip-on, engine flange, schedule
40 and others

e Aluminized Steel, Stainless Steel 304 or 316
construction

e Horizontal or vertical mounting brackets and
lifting lugs

ACCESSORIES

e Hardware Kits

e Flexible connectors and expansion joints

L]
YA conFcRATNS
0 . . ' e Thimbles
e Customized engmee_red sys’Fems solutlons_ to « Raincaps
| B . mee’F challenging integration and engine . o .
@D => DA requirements e Thermal insulation: integrated or with thermal
l B T . ' . insulation blankets
Contact Nett Technologies with your projects
N—- ~—N design requirements and specifications for Please see our accessories catalog for a
optimized noise control solutions. complete listing.
END IN END OUT (EI-EO)
PRODUCT DIMENSIONS (in)
L2 Outlet| | EI-EO | SI-EO | SI-S0 | Min | )
NTCR-C1 1 4 20 18 16 3 10 2 4
@D — => @iA NTCR-C1.5 1.5 6 28 26 24 3 10 2 5
| 0 i NTCR-C2 2 8 30 27 24 4 13 3 7
l—ﬂ—*— —N NTCR-C2.5 2.5 8 32 29 26 4 15 3 7
L% NTCR-C3 3 9 36 33 30 5 16 3 8
NTCR-C3.5 3.5 10 42 39 36 5 20 3 8
SIDE IN END OUT (SI-E0) NTCR-C4 4 12 50 47 44 6 24 3 9
NTCR-C5 5 14 54 51 48 6 26 3 10
NTCR-C6 6 16 62 58 54 7 31 4 12
13 NTCR-C8 8 20 68 64 60 9 33 4 14
DA E(" NTCR-C10 10 24 92 88 84 12 47 4 16
—T NTCR-C12 12 30 98 94 90 14 50 4 19
| (@) NTCR-C14 14 36 104 99 94 17 51 5 23
@D T => —L  InTeR-c16 16 3 118 113 108 17 59 5 23
| @) NTCR-C18 18 40 126 121 116 18 64 5 25
‘—:)‘(':I—" NTCR-C20 20 42 146 141 136 21 74 5 26
NTCR-C22 22 48 150 145 140 23 79 5 29
SIDE IN SIDE OUT (SI-S0) NTCR-C24 24 48 162 157 152 26 83 5 29

* Other models and custom designs are available upon request. Dimensions subject to change without notice. All silencers are equipped with
drain ports on inlet side. The silencer is all welded construction and coated with high heat black paint for maximum durability.

** Standard inlet/outlet position.
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Critical Plus Grade Silencers

Model NTCP-C (Cylindrical), 28-33 dBA

TYPICAL ATTENUATION CURVE

CRITICAL PLUS

N

125 250 500 1000 2000 4000 8000
Frequency in HZ
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Nett Technologies’ Critical Plus Grade Silencers
are designed to achieve maximum performance
with the least amount of backpressure. The
silencers are Reactive Silencers and are typically
used for reciprocating or positive displacement
engines where noise level regulations are
moderate.

FEATURES & BENEFITS

e Qver 25 years of excellence in manufacturing
noise and emission control solutions

e Compact modular designs providing ease of
installations, less weight and less foot-print

OPTIONS

e Versatile connections including ANSI pattern
flanges, NPT, slip-on, engine flange, schedule
40 and others

e Aluminized Steel, Stainless Steel 304 or 316
construction

e Horizontal or vertical mounting brackets and
lifting lugs

ACCESSORIES

e Hardware Kits

e Flexible connectors and expansion joints

e Responsive lead time for both standard and
TYPICAL CONFIGURATIONS cust‘())m designs to meet your needs ’ Elt?ows
0 . . ' e Thimbles
e Customized engmee_red sys’Fems solutlons_ to « Raincaps
| B . mee’F challenging integration and engine . o .
@D => DA requirements e Thermal insulation: integrated or with thermal
l B T . ' . insulation blankets
Contact Nett Technologies with your projects
N—- ~—N design requirements and specifications for Please see our accessories catalog for a
optimized noise control solutions. complete listing.
END IN END OUT (EI-EO)
PRODUCT DIMENSIONS (in)
12 Outlet| Dia | E-EO | SI-E0 | 5I-50 | Min | Max | Nipple| O
NTCP-C1 1 4 20 18 16 3 10 2 4
@D — => @iA NTCP-C1.5 1.5 6 28 26 24 3 10 2 5
| 0O ' NTCP-C2 2 8 32 29 26 4 13 3 7
1_4j-t- —N NTCP-C25 25 8 32 29 26 5 15 3 7
L% NTCP-C3 3 9 40 37 34 5 16 3 8
NTCP-C3.5 3.5 10 46 43 40 5 20 3 8
SIDE IN END OUT (SI-E0) NTCP-C4 4 12 52 49 46 6 24 3 9
NTCP-C5 5 14 58 55 52 6 26 3 10
NTCP-C6 6 16 64 60 56 7 31 4 12
13 NTCP-C8 8 20 72 68 64 9 33 4 14
X NTCP-C10 10 24 80 76 72 12 47 4 16
QA‘T‘—BT_T NTCP-C12 12 30 98 94 90 14 50 4 19
| @] NTCP-C14 14 36 104 99 94 17 51 5 23
@D T '::> - NTCP-C16 16 36 118 113 108 17 59 5 23
| @) NTCP-C18 18 40 126 121 116 18 64 5 25
j—__x—‘l_'_l"' NTCP-C20 20 42 146 141 136 21 74 5 26
NTCP-C22 22 48 150 145 140 23 79 5 29
SIDE IN SIDE OUT (SI-S0) NTCP-C24 24 48 174 169 164 26 83 5 29

* Other models and custom designs are available upon request. Dimensions subject to change without notice. All silencers are equipped with
drain ports on inlet side. The silencer is all welded construction and coated with high heat black paint for maximum durability.

** Standard inlet/outlet position.
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Super Critical Grade Silencers

Model NTSC-C (Cylindrical), 30-35 dBA

TYPICAL ATTENUATION CURVE

SUPER CRITICAL
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Nett Technologies’ Super Critical Grade
Silencers are designed to achieve maximum
performance with the least amount of
backpressure. The silencers are Reactive
Silencers and are typically used for reciprocating
or positive displacement engines where noise
level regulations are medium-high.

FEATURES & BENEFITS

e Qver 25 years of excellence in manufacturing
noise and emission control solutions

e Compact modular designs providing ease of
installations, less weight and less foot-print

OPTIONS

e Versatile connections including ANSI pattern
flanges, NPT, slip-on, engine flange, schedule
40 and others

e Aluminized Steel, Stainless Steel 304 or 316
construction

e Horizontal or vertical mounting brackets and
lifting lugs

ACCESSORIES

e Hardware Kits

e Flexible connectors and expansion joints

L]
YA concuRaTONS
L] . . ' e Thimbles
e Customized engmee_red sys’Fems solutlons_ to « Raincaps
| ) mee’F challenging integration and engine . o .
o0 |1 = DA requirements ° Thermgl insulation: integrated or with thermal
| u 7 . ' . insulation blankets
Contact Nett Technologies with your projects
N—-- ~—N design requirements and specifications for Please see our accessories catalog for a
optimized noise control solutions. complete listing.
END IN END OUT (EI-EQ)
PRODUCT DIMENSIONS (in)
e o a0 s otee [ | T o]
| NTSC-C1 1 4 20 18 16 3 14 2 4
@D = DA NTSC-C1.5 1.5 6 30 28 26 3 17 2 5
| o) T NTSC-C2 2 8 34 31 28 4 20 3 7
l_4lj_L ~N NTSC-C2.5 2.5 8 38 35 32 5 23 3 7
-~ NTSC-C3 3 10 44 41 38 5 27 3 8
NTSC-C3.5 3.5 12 46 43 40 6 28 3 9
SIDE IN END OUT (SI-EQ) NTSC-C4 4 12 52 49 46 6 31 3 9
NTSC-C5 5 14 58 55 52 7 35 3 10
NTSC-C6 6 16 64 60 56 8 40 4 12
| A NTSC-C8 8 20 72 68 64 9 45 4 14
- X~ NTSC-CI0 10 24 8 76 72 12 49 4 16
QA'T:BT_T NTSC-C12 12 30 98 94 90 14 61 4 19
| 0) NTSC-C14 14 36 104 99 94 16 63 5 23
@D T = - NTSC-C16 16 36 118 113 108 17 72 5 23
| ©) NTSC-C18 18 40 126 121 116 20 78 5 25
j_:;(I-_J_L NTSC-C20 20 42 146 141 136 22 92 5 26
NTSC-C22 22 48 150 145 140 25 93 5 29
SIDE IN SIDE OUT (SI-S0) NTSC-C24 24 48 174 169 164 27 112 5 29

* Other models and custom designs are available upon request. Dimensions subject to change without notice. All silencers are equipped with
drain ports on inlet side. The silencer is all welded construction and coated with high heat black paint for maximum durability.
** Standard inlet/outlet position.
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Super Critical Plus Grade Silencers

Model NTSP-C (Cylindrical), 33-38 dBA

TYPICAL ATTENUATION CURVE
SUPER CRITICAL PLUS
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Nett Technologies’ Super Critical Plus Grade
Silencers are designed to achieve maximum
performance with the least amount of
backpressure. The silencers are Reactive
Silencers and are typically used for reciprocating
or positive displacement engines where noise
level regulations are medium-high.

FEATURES & BENEFITS

e Qver 25 years of excellence in manufacturing
noise and emission control solutions

e Compact modular designs providing ease of
installations, less weight and less foot-print

OPTIONS

e Versatile connections including ANSI pattern
flanges, NPT, slip-on, engine flange, schedule
40 and others

e Aluminized Steel, Stainless Steel 304 or 316
construction

e Horizontal or vertical mounting brackets and
lifting lugs

ACCESSORIES
e Hardware Kits
e Flexible connectors and expansion joints

L]
YA concuRaTONS
L] . . ' e Thimbles
e Customized engmee_red sys’Fems solutlons_ to « Raincaps
| ) mee’F challenging integration and engine . o .
o0 |1 = DA requirements ° Thermgl insulation: integrated or with thermal
| u 7 . ' . insulation blankets
Contact Nett Technologies with your projects
N—-- ~—N design requirements and specifications for Please see our accessories catalog for a
optimized noise control solutions. complete listing.
END IN END OUT (EI-EQ)
PRODUCT DIMENSIONS (in)
L2 Outlet| | EI-EO | SI-E0 | SIS0 | Min | Max |Nipple| 0
| ' NTSP-C1 1 6 28 26 24 3 14 2 5
@D 1 => TA NTSP-C1.5 1.5 8 30 28 26 3 17 2 6
| 0 i NTSP-C2 2 9 34 31 28 4 20 3 8
J—4lj—L ~N NTSP-C2.5 2.5 9 38 35 32 5 23 3 8
X NTSP-C3 3 10 44 41 38 5 27 3 8
NTSP-C3.5 3.5 12 46 43 40 6 28 3 9
SIDE IN END OUT (SI-EQ) NTSP-C4 4 14 52 49 46 6 31 3 10
NTSP-C5 5 16 58 55 52 7 35 3 11
NTSP-C6 6 16 64 60 56 8 40 4 12
13 NTSP-C8 8 20 72 68 64 9 45 4 14
A X NTSP-C10 10 24 80 76 72 12 49 4 16
'T-—Bf_f NTSP-C12 12 30 98 94 90 14 61 4 19
| (@) NTSP-C14 14 36 104 99 94 16 63 5 23
@D T => —-— NTSP-C16 16 36 118 113 108 17 72 5 23
| ) NTSP-C18 18 42 126 121 116 20 78 5 26
J_:;(I_‘J‘L NTSP-C20 20 48 146 141 136 22 92 5 29
NTSP-C22 22 50 150 145 140 25 93 5 30
SIDE IN SIDE OUT (SI-S0) NTSP-C24 24 50 174 169 164 27 112 5 30

* Other models and custom designs are available upon request. Dimensions subject to change without notice. All silencers are equipped with
drain ports on inlet side. The silencer is all welded construction and coated with high heat black paint for maximum durability.

** Standard inlet/outlet position.
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Hospital Grade Silencers

Model NTHO-C (Cylindrical), 35-40 dBA

TYPICAL ATTENUATION CURVE
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Nett Technologies’ Hospital Grade Silencers are
designed to achieve maximum performance with
the least amount of backpressure.

The silencers are Reactive Silencers and are
typically used for reciprocating or positive
displacement engines where noise level
regulations are high.

FEATURES & BENEFITS

e Qver 25 years of excellence in manufacturing
noise and emission control solutions

e Compact modular designs providing ease of
installations, less weight and less foot-print

OPTIONS

e Versatile connections including ANSI pattern
flanges, NPT, slip-on, engine flange, schedule
40 and others

e Aluminized Steel, Stainless Steel 304 or 316
construction

e Horizontal or vertical mounting brackets and
lifting lugs

ACCESSORIES
e Hardware Kits
e Flexible connectors and expansion joints

e Responsive lead time for both standard and o Elbows
TYPICAL CONFIGURATIONS custom designs to meet your needs .
1 e Thimbles
= e Customized enginee_red sys’Fems solutions_ to « Raincaps
| ) mee’F challenging integration and engine . o .
o0 | => DA requirements ° Thermgl insulation: integrated or with thermal
| » T . ' . insulation blankets
Contact Nett Technologies with your projects
N—- ~—N design requirements and specifications for Please see our accessories catalog for a
optimized noise control solutions. complete listing.
END IN END OUT (EI-EO)
PRODUCT DIMENSIONS (in)
L2 Outlet| Dia | EI-EO | SI-EO | §1-SO | Min | Max [Nipple| O
| ‘ NTHO-C1 1 6 28 26 24 3 9 2 5
@D 1 => oA NTHO-C1.5 1.5 8 32 30 28 3 9 2 6
l 0 i NTHO-C2 2 9 34 31 28 4 10 3 8
J—Aj—l- —N NTHO-C2.5 2.5 9 40 37 34 5 12 3 8
X NTHO-C3 3 10 46 43 40 5 13 3 8
NTHO-C3.5 3.5 12 56 53 50 6 15 3 9
SIDE IN END OUT (SI-EQ) NTHO-C4 4 14 66 63 60 7 17 3 10
NTHO-C5 5 16 76 73 70 8 20 3 11
NTHO-C6 6 20 72 68 64 9 23 4 14
13 NTHO-C8 8 24 100 96 92 11 28 4 16
A E(" NTHO-C10 10 24 120 116 112 15 32 4 16
—T NTHO-C12 12 30 132 128 124 16 35 4 19
| @) NTHO-C14 14 36 142 137 132 16 37 5 23
@D T '::> - NTHO-C16 16 40 180 175 170 17 49 5 25
I 0O NTHO-C18 18 42 190 185 180 20 52 5 26
‘—:;(':]-'- NTHO-C20 20 48 200 195 190 22 54 5 29
NTHO-C22 22 50 210 205 200 25 57 5 30
SIDE IN SIDE OUT (SI-S0) NTHO-C24 24 50 230 225 220 27 63 5 30

* Other models and custom designs are available upon request. Dimensions subject to change without notice. All silencers are equipped with
drain ports on inlet side. The silencer is all welded construction and coated with high heat black paint for maximum durability.
** Standard inlet/outlet position.
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Hospital Plus Grade Silencers

Model NTHP-C (Cylindrical), 40-50 dBA

TYPICAL ATTENUATION CURVE
HOSPITAL PLUS

N
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Nett Technologies’ Hospital Plus Grade Silencers
are designed to achieve maximum performance
with the least amount of backpressure. The
silencers are Reactive Silencers and are typically
used for reciprocating or positive displacement
engines where noise level regulations are
critically-high.

FEATURES & BENEFITS

e Qver 25 years of excellence in manufacturing
noise and emission control solutions

e Compact modular designs providing ease of
installations, less weight and less foot-print

OPTIONS

e Versatile connections including ANSI pattern
flanges, NPT, slip-on, engine flange, schedule
40 and others

e Aluminized Steel, Stainless Steel 304 or 316
construction

e Horizontal or vertical mounting brackets and
lifting lugs

ACCESSORIES
e Hardware Kits
e Flexible connectors and expansion joints

e Responsive lead time for both standard and o Elbows
TYPIGAL CONFIGURATIONS custom designs to meet your needs o Thimbles
L1 e Customized engineered systems solutions to o RainCans
| ' mee’F challenging integration and engine p . o .
o0 | => DA requirements ° Thermgl insulation: integrated or with thermal
| » 7 . ' . insulation blankets
Contact Nett Technologies with your projects
N—- ~—N design requirements and specifications for Please see our accessories catalog for a
optimized noise control solutions. complete listing.
END IN END OUT (EI-EQ)
PRODUCT DIMENSIONS (in)
L2 Outlet| | EI-EO | SI-E0 | §I-50 | Min | Max |Nipple| O
| ‘ NTHP-C1 1 6 28 26 24 3 9 2 5
@D — => TA NTHP-C1.5 1.5 8 32 30 28 3 9 2 6
| 0 ¥ NTHP-C2 2 9 34 31 28 4 10 3 8
J_# ~N NTHP-C2.5 2.5 9 40 37 34 5 12 3 8
X NTHP-C3 3 10 46 43 40 5 13 3 8
NTHP-C3.5 3.5 12 56 53 50 6 15 3 9
SIDE IN END OUT (SI-EQ) NTHP-C4 4 14 66 63 60 7 17 3 10
NTHP-C5 5 16 76 73 70 8 20 3 11
NTHP-C6 6 20 72 68 64 9 23 4 14
13 NTHP-C8 8 24 100 96 92 11 28 4 16
X NTHP-C10 10 24 120 116 112 15 32 4 16
QA'T:BT_f NTHP-C12 12 30 132 128 124 16 35 4 19
| O NTHP-C14 14 36 142 137 132 16 37 5 23
@D T = - NTHP-C16 16 40 180 175 170 17 49 5 25
| ©) NTHP-C18 18 42 190 185 180 20 52 5 26
1—:;(':]—'- NTHP-C20 20 48 200 195 190 = 22 54 5 29
NTHP-C22 22 50 210 205 200 25 57 5 30
SIDE IN SIDE OUT (SI-S0) NTHP-C24 24 50 230 225 220 27 63 5 30

* Other models and custom designs are available upon request. Dimensions subject to change without notice. All silencers are equipped with
drain ports on inlet side. The silencer is all welded construction and coated with high heat black paint for maximum durability.

** Standard inlet/outlet position.
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Super Hospital Plus Silencers

Model NTSH-C (Cylindrical), 50-60 dBA

TYPICAL ATTENUATION CURVE

Nett Technologies’ Super Hospital Plus Grade
Silencers are designed to achieve maximum

OPTIONS
e Versatile connections including ANSI pattern

SUPER HOSPITAL PLUS performance  with .the least amoynt of flanges, NPT, slip-on, engine flange, schedule
" backprqssurg. The sne_ncers are_reactlve and 40 and others
= P absorptive silencers which are typically used for
§ reciprocating or positive displacement engines ~ ® Aluminized Steel, Stainless Steel 304 or 316
E where noise level regulations are extreme. construction
§ e Horizontal or vertical mounting brackets and
5 FEATURES & BENEFITS lifting lugs
o = e Qver 25 years of excellence in manufacturing

noise and emission control solutions ACCESSORIES

Frequency in HZ

e Compact modular designs providing ease of ~* Hardware Kits

installations, less weight and less foot-print e Flexible connectors and expansion joints

e Responsive lead time for both standard and o Elbows
TYPICAL CONFIGURATIONS custom designs to meet your needs .
' e Thimbles
= e Customized enginee_red sys’Fems solutions_ to « Raincaps
| ) mee’F challenging integration and engine . o .
o0 | => DA requirements ° Thermgl insulation: integrated or with thermal
| » T . ' . insulation blankets
Contact Nett Technologies with your projects
N—- ~—N design requirements and specifications for Please see our accessories catalog for a
optimized noise control solutions. complete listing.
END IN END OUT (EI-EQ)
PRODUCT DIMENSIONS (in)
L2 Outlet | SI-E0 | 5150 | Min | Max [Nipple| 0
| ' NTSH-C1 1 10 48 46 44 5 9 2 7
@D — => oA NTSH-C1.5 1.5 12 60 58 56 5 9 2 8
I 0 T NTSH-C2 2 12 64 61 58 5 10 3 9
1_44j4 ~N NTSH-C2.5 2.5 12 68 65 62 6 12 3 9
e NTSH-C3 3 14 70 67 64 7 13 3 10
NTSH-C3.5 3.5 16 78 75 72 8 15 3 11
SIDE IN END OUT (SI-EQ) NTSH-C4 4 20 82 79 76 8 17 3 13
NTSH-C5 5 20 88 85 82 9 20 3 13
NTSH-C6 6 24 100 96 92 10 23 4 16
13 NTSH-C8 8 36 132 128 124 13 28 4 22
X NTSH-C10 10 36 140 136 132 14 32 4 22
QA%T_r NTSH-C12 12 40 158 154 150 15 35 4 24
| 0] NTSH-C14 14 42 174 169 164 18 37 5 26
@D T => -1 NTSH-C16 16 48 194 189 184 18 49 5 29
| ©) NTSH-C18 18 50 205 200 195 21 52 5 30
1—:)‘(&—" NTSH-C20 20 54 226 221 216 24 54 5 32
NTSH-C22 22 54 228 223 218 26 57 5 32
SIDE IN SIDE OUT (SI-S0) NTSH-C24 24 60 233 228 223 27 63 5 35

* Other models and custom designs are available upon request. Dimensions subject to change without notice. All silencers are equipped with
drain ports on inlet side. The silencer is all welded construction and coated with high heat black paint for maximum durability.

** Standard inlet/outlet position.
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Residential Grade Silencers
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Disc Shape (20-25 dBA). Model NTRS-D

Nett Technologies’ Residential Grade Silencers are
designed to achieve maximum performance with
the least amount of backpressure. These reactive
silencers are typically used for reciprocating or
positive displacement engines where noise level
regulations are medium-low.

FEATURES & BENEFITS
e Qver 25 years of excellence in manufacturing
noise and emission control solutions

e Compact modular designs providing ease of
installations, less weight and less foot-print

e Responsive lead time for both standard and
custom designs to meet your needs

e Customized engineered system solutions to meet
challenging integration and engine requirements

TYPICAL CONFIGURATIONS
—H— L1
@D
4 5
B3 E /S \ A

S c2

/] k cl
PXQ | — F

END IN END OUT (EI-EO)

PRODUCT DIMENSIONS (in)

OPTIONS

e Versatile connections including ANSI pattern
flanges, NPT, slip-on, engine flange, schedule
40 and others

e Aluminized Steel, Stainless Steel 304 or 316
construction

e Two inlet configuration is available upon request

ACCESSORIES

e Hardware Kits

Flexible connectors and expansion joints
Elbows

Thimbles

Raincaps

Thermal insulation: integrated or with thermal
insulation blankets

—H— L
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4 2
Hoe e ;
‘g
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ol PXa :

BOTTOM IN END OUT (BI-EQ)

TYPICAL ATTENUATION GURVE
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125 250 500 1000 2000 4000 8000
Frequency in HZ

Please see our accessories catalog for a complete

listing.

Contact Nett Technologies with your projects
design requirements and specifications for
optimized noise control solutions.

@D
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e

PXQ

2>
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m
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N

)
N

C2

“gc

BOTTOM IN TOP OUT (BI-TO)

| A | D | W | 1 | 2 | o | N | E | ca | c | P |

| Outlet | _Dia_| Height | E-EO | BIEO | | Max | | | ___|SlotDia]

NTRS-D4 4 22 7 30 26 7.5 5.5 17.13 29 24.25 0.625 1.375
NTRS-D5 5 24 8 32 28 8 6 18.5 31 26.25 0.625 1.375
NTRS-D6 6 28 10 36 32 9 7.5 21.38 35 30.25 0.625 1.375
NTRS-D8 8 34 12 42 38 10 9.25 25.63 41 36.25 0.625 1.375
NTRS-D10 10 38 14 46 42 11 10 29 46 41 0.75 1.75
NTRS-D12 12 40 16 48 44 12 9.5 30.38 48 43 0.75 1.75
NTRS-D14 14 42 18 50 46 13 9.5 31.88 50 45 0.75 1.75
NTRS-D16 16 44 20 52 48 14 9.25 33.25 52 47 0.75 1.75
NTRS-D18 18 60 26 68 64 17 16.5 45.25 69 64 1 2

NTRS-D20 20 66 28 74 70 18 18.25 49.5 75 70 1 2

* Other models and custom designs are available upon request. Dimensions subject to change without notice. All silencers are equipped with drain ports on inlet side. The silencer is all welded construction and

coated with high heat black paint for maximum durability.
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Residential Grade Silencers

Disc Shape with 1” Insulation (22-27 dBA). Model NTRS1-D

Nett Technologies’ Residential Grade Silencers are
designed to achieve maximum performance with
the least amount of backpressure. These
reactive/absorptive silencers are typically used for
reciprocating or positive displacement engines

OPTIONS

e Versatile connections including ANSI pattern
flanges, NPT, slip-on, engine flange, schedule
40 and others

e Aluminized Steel, Stainless Steel 304 or 316
construction

TYPICAL ATTENUATION GURVE

RESIDENTIAL

where noise level regulations are medium-low. . ' L .
e Two inlet configuration is available upon request

N
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FEATURES & BENEFITS
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ACCESSORIES

e Over 25 years of excellence in manufacturing

- © . e Hardware Kits
noise and emission control solutions

Flexible connectors and expansion joints

e Compact modular designs providing ease of

installations, less weight and less foot-print * Elbows Please see our accessories catalog for a complete
o Responsive lead time for both standard and ~ ® Thimbles listing.
custom designs to meet your needs * Raincaps Contact Nett Technologies with your projects

e (Customized engineered system solutions to meet
challenging integration and engine requirements

Thermal insulation: integrated or with thermal
insulation blankets

design requirements and specifications  for
optimized noise control solutions.

TYPICAL CONFIGURATIONS
—H— L1 ‘ —H— 12 —H— @D
@D Y
A 4 . 4 /@
2 PN £ — ﬁ
o e [l e
S C2 S C2 N —4 C2
/] 1 Cl PXQ \@m
PXQ L ¢ o PXQ c Lo —F

END IN END OUT (EI-EQ) BOTTOM IN END OUT (BI-EO) BOTTOM IN TOP OUT (BI-TO)

PRODUCT DIMENSIONS (in)

mmmmm-m---m Slot L

NTRS1-D4 4 17.13 24.25 0.625 1.375
NTRS1-D5 5 24 8 32 28 8 6 18.5 31 26.25 0.625 1.375
NTRS1-D6 6 28 9 36 32 8.5 7.5 21.38 35 30.25 0.625 1.375
NTRS1-D8 8 34 13 42 38 10.5 9.25 25.63 41 36.25 0.625 1.375
NTRS1-D10 10 38 14 46 42 11 10 29 46 41 0.75 1.75
NTRS1-D12 12 40 17 48 44 12.5 9.5 30.38 48 43 0.75 1.75
NTRS1-D14 14 44 18 52 48 13 10.5 33.25 52 47 0.75 1.75
NTRS1-D16 16 46 21 54 50 14.5 10.25 34.63 54 49 0.75 1.75
NTRS1-D18 18 60 25 68 64 16.5 16.5 45.25 69 64 1 2

NTRS1-D20 20 66 30 74 70 19 18.25 49.5 75 70 1 2

* This 1”7 internally insulated model provides a great reduction in the outer surface temperature. Other models and custom designs are available upon request. Dimensions subject to change without notice. All
silencers are equipped with drain ports on inlet side. The silencer is all welded construction and coated with high heat black paint for maximum durability.
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Residential Grade Silencers

Disc Shape with 2” Insulation (24-29 dBA). Model NTRS2-D

Nett Technologies’ Residential Grade Silencers are
designed to achieve maximum performance with
the least amount of backpressure. These
reactive/absorptive silencers are typically used for
reciprocating or positive displacement engines

OPTIONS

e \Versatile connections including ANSI pattern
flanges, NPT, slip-on, engine flange, schedule
40 and others

e Aluminized Steel, Stainless Steel 304 or 316
construction

TYPICAL ATTENUATION GURVE

RESIDENTIAL

where noise level regulations are medium-low. . ) I .
e Two inlet configuration is available upon request

N
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FEATURES & BENEFITS

2]
©
c
c
=]
=
m
2
3
£
=T
°
c
=]
wi

ACCESSORIES

e Qver 25 years of excellence in manufacturing
noise and emission control solutions

e Compact modular designs providing ease of
installations, less weight and less foot-print

e Responsive lead time for both standard and ~ ® Thimbles
custom designs to meet your needs e Raincaps

e Customized engineered system solutions to meet e Thermal insulation: integrated or with thermal
challenging integration and engine requirements insulation blankets

e Hardware Kits

e Flexible connectors and expansion joints

¢ Elbows Please see our accessories catalog for a complete

listing.

Contact Nett Technologies with your projects
design requirements and specifications for
optimized noise control solutions.

TYPICAL CONFIGURATIONS
—H— Ll ‘ H 2 —H— oD
@D R
—N A /
ﬂ 7 2 0, /@
. a : ' )
& Eé\ Aol s poA s
S C2 S C2 S ’ C2
/] k i cl PXQ g
PXQ L Lo PXQ E ¥e)

END IN END OUT (EI-EO) BOTTOM IN END OUT (BI-EQ) BOTTOM IN TOP OUT (BI-TO)

PRODUCT DIMENSIONS (in)

mmmmm-m---m Slot L

NTRS2-D4 4 17.13 24.25 0.625 1.375
NTRS2-D5 5 24 8 32 28 8 6 18.5 31 26.25 0.625 1.375
NTRS2-D6 6 28 9 36 32 8.5 7.5 21.38 35 30.25 0.625 1.375
NTRS2-D8 8 34 13 42 38 10.5 9.25 25.63 41 36.25 0.625 1.375
NTRS2-D10 10 38 14 46 42 11 10 29 46 41 0.75 1.75
NTRS2-D12 12 40 17 48 44 12.5 9.5 30.38 48 43 0.75 1.75
NTRS2-D14 14 44 18 52 48 13 10.5 33.25 52 47 0.75 1.75
NTRS2-D16 16 46 21 54 50 14.5 10.25 34.63 54 49 0.75 1.75
NTRS2-D18 18 60 25 68 64 16.5 16.5 45.25 69 64 1 2

NTRS2-D20 20 66 30 74 70 19 18.25 49.5 75 70 1 2

* This 2” internally insulated model provides a great reduction in the outer surface temperature. Other models and custom designs are available upon request. Dimensions subject to change without notice. All
silencers are equipped with drain ports on inlet side. The silencer is all welded construction and coated with high heat black paint for maximum durability.
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Critical Grade Silencers

Disc Shape (25-30 dBA). Model NTCR-D

Nett Technologies’ Critical Grade Silencers are
designed to achieve maximum performance with
the least amount of backpressure. These reactive
silencers are typically used for reciprocating or
positive displacement engines where noise level
regulations are medium.

FEATURES & BENEFITS
e Qver 25 years of excellence in manufacturing
noise and emission control solutions

e Compact modular designs providing ease of
installations, less weight and less foot-print

e Responsive lead time for both standard and
custom designs to meet your needs

e Customized engineered system solutions to meet
challenging integration and engine requirements

TYPICAL CONFIGURATIONS
—H— Ll
@D
4
5l s
% 5
PXQ L F

END IN END OUT (EI-EQ)

PRODUCT DIMENSIONS (in)

OPTIONS

e \Versatile connections including ANSI pattern
flanges, NPT, slip-on, engine flange, schedule
40 and others

e Aluminized Steel, Stainless Steel 304 or 316
construction

e Two inlet configuration is available upon request

ACCESSORIES

e Hardware Kits

e Flexible connectors and expansion joints
e Elbows

e Thimbles

e Raincaps

e Thermal insulation: integrated or with thermal
insulation blankets
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BOTTOM IN END OUT (BI-EQ)

TYPICAL ATTENUATION GURVE
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Please see our accessories catalog for a complete
listing.

Contact Nett Technologies with your projects
design requirements and specifications for
optimized noise control solutions.

D
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PXQ \®Cl

Ne) —F
BOTTOM IN TOP OUT (BI-TO)

mmmmm-m---m Slot L

NTCR-D4 4 17.13 24.25 0.625 1.375
NTCR-D5 5 24 8 32 28 8 6 18.5 31 26.25 0.625 1.375
NTCR-D6 6 28 9 36 32 8.5 7.5 21.38 35 30.25 0.625 1.375
NTCR-D8 8 34 11 42 38 9.5 9.25 25.63 41 36.25 0.625 1.375
NTCR-D10 10 38 13 46 42 10.5 10 29 46 41 0.75 1.75
NTCR-D12 12 40 16 48 44 12 9.5 30.38 48 43 0.75 1.75
NTCR-D14 14 44 20 52 48 14 10.5 33.25 52 47 0.75 1.75
NTCR-D16 16 46 20 54 50 14 10.25 34.63 54 49 0.75 1.75
NTCR-D18 18 60 24 68 64 16 16.5 45.25 69 64 1 2

NTCR-D20 20 66 28 74 70 18 18.25 49.5 75 70 1 2

* Other models and custom designs are available upon request. Dimensions subject to change without notice. All silencers are equipped with drain ports on inlet side. The silencer is all welded construction and coated

with high heat black paint for maximum durability.
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Critical Grade Silencers

Disc Shape with 1” Insulation (27-32 dBA). Model NTCR1-D

Nett Technologies’ Critical Grade Silencers are
designed to achieve maximum performance with
the least amount of backpressure. These
reactive/absorptive silencers are typically used for
reciprocating or positive displacement engines
where noise level regulations are medium.

OPTIONS

e \Versatile connections including ANSI pattern
flanges, NPT, slip-on, engine flange, schedule
40 and others

e Aluminized Steel, Stainless Steel 304 or 316
construction

e Two inlet configuration is available upon request

TYPICAL ATTENUATION GURVE

CRITICAL

"\
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FEATURES & BENEFITS
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ACCESSORIES

e Qver 25 years of excellence in manufacturing .
noise and emission control solutions

e Compact modular designs providing ease of
installations, less weight and less foot-print

« Responsive lead time for both standard and ~ °® Thimbles
custom designs to meet your needs e Raincaps

e Customized engineered system solutions to meet e Thermal insulation: integrated or with thermal
challenging integration and engine requirements insulation blankets

Hardware Kits

e Flexible connectors and expansion joints

* Elbows Please see our accessories catalog for a complete

listing.

Contact Nett Technologies with your projects
design requirements and specifications for
optimized noise control solutions.

TYPICAL CONFIGURATIONS
H L1 —H— L2 —H— @D
D D

Mx

o/

END IN END OUT (EI-EQ)

PRODUCT DIMENSIONS (in)

BOTTOM IN END OUT (BI-EO)

BOTTOM IN TOP OUT (BI-TO)

D Al I ERNC (RNt
g C2 g C2 g v C2
/] ¢l Cl PXQ gl
PXQ L F ol PxQ c L0 e

mmmmm-m---m Slot L

NTCR1-D4
NTCR1-D5
NTCR1-D6
NTCR1-D8
NTCR1-D10
NTCR1-D12
NTCR1-D14
NTCR1-D16
NTCR1-D18
NTCR1-D20

26
30
34
40
42
44
54
60
66

9
10
12
14
17
20
23
25
30

34
38
42
48
50
52
62
68
74

28
30
34
38
44
46
48
58
64
70

8.5
9
10
11
12.5
14
155
16.5
19

6.5
7

8.5
9.25

11
10.5
10.5
14.25
16.5
18.25

18.5
28.25
22.75
25.63
30.38
31.88
33.25
40.25
45.25

49.5

31
44
37
41
48
50
52
62
69
75

26.25
40
32.25
36.25
43
45
47
57
64
70

0.625
0.625
0.625
0.625
0.75
0.75
0.75
0.75

1

1

1.375
1.375
1.375
1.375
1.75
1.75
1.75
1.75

2

2

*This 1” internally insulated model provides a great reduction in the outer surface temperature. Other models and custom designs are available upon request. Dimensions subject to change without notice. All silencers

are equipped with drain ports on inlet side. The silencer is all welded construction and coated with high heat black paint for maximum durability.
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Critical Grade Silencers

Disc Shape with 2” Insulation (29-34 dBA). Model NTCR2-D

Nett Technologies’ Critical Grade Silencers are
designed to achieve maximum performance with
the least amount of backpressure. These
reactive/absorptive silencers are typically used for
reciprocating or positive displacement engines

OPTIONS

e Versatile connections including ANSI pattern
flanges, NPT, slip-on, engine flange, schedule
40 and others

e Aluminized Steel, Stainless Steel 304 or 316
construction

TYPICAL ATTENUATION GURVE

CRITICAL

where noise level regulations are medium. e Two inlet configuration is available upon request
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ACCESSORIES

e Qver 25 years of excellence in manufacturing
noise and emission control solutions

e Compact modular designs providing ease of

e Hardware Kits

Flexible connectors and expansion joints

installations, less weight and less foot-print * Elbows Please see our accessories catalog for a complete
« Responsive lead time for both standard and ~ ® Thimbles listing.
custom designs to meet your needs e Raincaps

Contact Nett Technologies with your projects
design requirements and specifications for
optimized noise control solutions.

e Customized engineered system solutions to meet e Thermal insulation: integrated or with thermal
challenging integration and engine requirements insulation blankets

TYPICAL CONFIGURATIONS
H f L1 F—H— 12 —H— @D
oD 2D
,_Ng.(
g o] 4 ) 2 /@ \f’x
. o~ N )
& 4 CSC T Ao A s &
N ? C2 S C2 3 —4 C2
| cT Cl PXQ Cl
PxQ L ol PXQ : 0 F
END IN END OUT (EI-EO) BOTTOM IN END OUT (BI-EQ) BOTTOM IN TOP OUT (BI-TO)

PRODUCT DIMENSIONS (in)

mmmmm-m---m Slot L

NTCR2-D4 4 6.5 18.5 31 26.25 0.625 1.375
NTCR2-D5 5 26 10 34 30 9 7 28.25 44 40 0.625 1.375
NTCR2-D6 6 30 12 38 34 10 8.5 22.75 37 32.25 0.625 1.375
NTCR2-D8 8 34 14 42 38 11 9.25 25.63 41 36.25 0.625 1.375
NTCR2-D10 10 40 16 48 44 12 11 30.38 48 43 0.75 1.75
NTCR2-D12 12 42 18 50 46 13 10.5 31.88 50 45 0.75 1.75
NTCR2-D14 14 44 23 52 48 15.5 10.5 33.25 52 47 0.75 1.75
NTCR2-D16 16 54 24 62 58 16 14.25 40.25 62 57 0.75 1.75
NTCR2-D18 18 60 26 68 64 17 16.5 45.25 69 64 1 2

NTCR2-D20 20 66 30 74 70 19 18.25 49.5 75 70 1 2

*This 2” internally insulated model provides a great reduction in the outer surface temperature. Other models and custom designs are available upon request. Dimensions subject to change without notice. All silencers
are equipped with drain ports on inlet side. The silencer is all welded construction and coated with high heat black paint for maximum durability.
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Super Critical Grade Silencers

Disc Shape (30-37 dBA). Model NTSC-D

Nett Technologies’ Super Critical Grade Silencers
are designed to achieve maximum performance
with the least amount of backpressure. These
reactive silencers are typically used for
reciprocating or positive displacement engines
where noise level regulations are medium-high.

OPTIONS

e Versatile connections including ANSI pattern
flanges, NPT, slip-on, engine flange, schedule
40 and others

e Aluminized Steel, Stainless Steel 304 or 316
construction

e Two inlet configuration is available upon request

TYPICAL ATTENUATION GURVE

SUPER CRITICAL
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ACCESSORIES

Hardware Kits
Flexible connectors and expansion joints

e Qver 25 years of excellence in manufacturing
noise and emission control solutions

e Compact modular designs providing ease of
installations, less weight and less foot-print Elbows

e Responsive lead time for both standard and Thimbles
custom designs to meet your needs e Raincaps

e Customized engineered system solutions to meet e Thermal insulation: integrated or with thermal
challenging integration and engine requirements insulation blankets

125 250 500 1000 2000 4000 8000
Frequency in HZ

Please see our accessories catalog for a complete
listing.

Contact Nett Technologies with your projects
design requirements and specifications for
optimized noise control solutions.

TYPICAL CONFIGURATIONS
H L | H L2 —H— oD
2D
'_Ng.(
Z ? 4 & < ﬂ /Q
ul : r . )
DA O I [P S &
g ; C2 g : C2 3 ; C2
S &l & Cl PXQ g
PXQ £ Lo PXQ £ -0

END IN END OUT (EI-EO) BOTTOM IN END OUT (BI-EO) BOTTOM IN TOP OUT (BI-TO)

PRODUCT DIMENSIONS (in)

mmmmm-m---m Slot L

NTSC-D4 4 6.5 18.5 31 26.25 0.625 1.375
NTSC-D5 5 26 8 34 30 8 7 28.25 44 40 0.625 1.375
NTSC-D6 6 30 10 38 34 9 8.5 22.75 37 32.25 0.625 1.375
NTSC-D8 8 34 12 42 38 10 9.25 25.63 41 36.25 0.625 1.375
NTSC-D10 10 40 14 48 44 11 11 30.38 48 43 0.75 1.75
NTSC-D12 12 42 16 50 46 12 10.5 31.88 50 45 0.75 1.75
NTSC-D14 14 44 22 52 48 15 10.5 33.25 52 47 0.75 1.75
NTSC-D16 16 54 25 62 58 16.5 14.25 40.25 62 57 0.75 1.75
NTSC-D18 18 60 28 68 64 18 16.5 45.25 69 64 1 2

NTSC-D20 20 66 32 74 70 20 18.25 49.5 75 70 1 2

* Other models and custom designs are available upon request. Dimensions subject to change without notice. All silencers are equipped with drain ports on inlet side. The silencer is all welded construction and
coated with high heat black paint for maximum durability.
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Super Critical Grade Silencers

Disc Shape with 1” Insulation (32-39 dBA). Model NTSC1-D

Nett Technologies’ Super Critical Grade Silencers
are designed to achieve maximum performance
with the least amount of backpressure. These
reactive/absorptive silencers are typically used for
reciprocating or positive displacement engines
where noise level regulations are medium-high.

OPTIONS

e \Versatile connections including ANSI pattern
flanges, NPT, slip-on, engine flange, schedule
40 and others

e Aluminized Steel, Stainless Steel 304 or 316
construction

e Two inlet configuration is available upon request

TYPICAL ATTENUATION GURVE

SUPER CRITICAL

m

FEATURES & BENEFITS
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ACCESSORIES

e Qver 25 years of excellence in manufacturing
noise and emission control solutions

e Compact modular designs providing ease of
installations, less weight and less foot-print

e Responsive lead time for both standard and
custom designs to meet your needs e Raincaps

e Customized engineered system solutions to meet e Thermal insulation: integrated or with thermal
challenging integration and engine requirements insulation blankets

125 250 500 1000 2000 4000 8000
Frequency in HZ

e Hardware Kits
e Flexible connectors and expansion joints
e Elbows

Please see our accessories catalog for a complete

e Thimbles listing.

Contact Nett Technologies with your projects
design requirements and specifications for
optimized noise control solutions.

TYPICAL CONFIGURATIONS
—H— L1 —H— @LD —H— @D
@D
._Ng.
4 /
4 X 4 (’ 2 /Q X
i pl ﬁ
) Eé\» A I i Al el &
N C2 N C2 3 —X C2
/] i é%m Cl PXQ ﬁ%‘ém
PXQ L ¢ 5 PXQ . 0 —F

END IN END OUT (EI-EQ) BOTTOM IN END OUT (BI-EO) BOTTOM IN TOP OUT (BI-TO)

PRODUCT DIMENSIONS (in)

A

| Outlet |
NTSC1-D4 4 26 7 34 30 7.5 7.5 28.25 0.625 1.375
NTSC1-D5 5 28 8 36 32 8 8 21.38 35 30.25 0.625 1.375
NTSC1-D6 6 30 10 38 34 9 8.5 22.75 37 32.25 0.625 1.375
NTSC1-D8 8 34 12 42 38 10 9.25 25.63 41 36.25 0.625 1.375
NTSC1-D10 10 42 14 50 46 11 12 31.88 50 45 0.75 1.75
NTSC1-D12 12 44 16 52 48 12 11.5 33.25 52 47 0.75 1.75
NTSC1-D14 14 54 22 62 58 15 15.5 40.25 62 57 0.75 1.75
NTSC1-D16 16 54 25 62 58 16.5 14.25 40.25 62 57 0.75 1.75
NTSC1-D18 18 60 28 68 64 18 16.5 45.25 69 64 1 2
NTSC1-D20 20 66 32 74 70 20 18.25 49.5 75 70 1 2

* This 1” internally insulated model provides a great reduction in the outer surface temperature. Other models and custom designs are available upon request. Dimensions subject to change without notice. All
silencers are equipped with drain ports on inlet side. The silencer is all welded construction and coated with high heat black paint for maximum durability.
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Super Critical Grade Silencers

Disc Shape with 2” Insulation (34-41 dBA). Model NTSC2-D

Nett Technologies’ Super Critical Grade Silencers
are designed to achieve maximum performance
with the least amount of backpressure. These
reactive/absorptive silencers are typically used for
reciprocating or positive displacement engines
where noise level regulations are medium-high.

FEATURES & BENEFITS
e Qver 25 years of excellence in manufacturing
noise and emission control solutions

e Compact modular designs providing ease of
installations, less weight and less foot-print

e Responsive lead time for both standard and
custom designs to meet your needs

e Customized engineered system solutions to meet
challenging integration and engine requirements

TYPICAL CONFIGURATIONS
H f L1
@D
4 f
S , C2
PXQ \_E Cl

END IN END OUT (EI-EO)

PRODUCT DIMENSIONS (in)

OPTIONS

e \Versatile connections including ANSI pattern
flanges, NPT, slip-on, engine flange, schedule
40 and others

e Aluminized Steel, Stainless Steel 304 or 316
construction

e Two inlet configuration is available upon request

ACCESSORIES

e Hardware Kits

e Flexible connectors and expansion joints
e Elbows

e Thimbles

e Raincaps

e Thermal insulation: integrated or with thermal
insulation blankets

—H 12
s
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e ey A
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o) PxaQ :

BOTTOM IN END OUT (BI-EO)

TYPICAL ATTENUATION GURVE
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Please see our accessories catalog for a complete
listing.

Contact Nett Technologies with your projects
design requirements and specifications for
optimized noise control solutions.

—H— @D
4 /Q

g 2 c2

PXQ \®Cl

O —
BOTTOM IN TOP OUT (BI-TO)

(N

a3
S/

A D H L1 L2 (0] N E C1 C2 P
| Outlet | _Dia | Height | E-EO | BI-EO | | Max | | | |slotDial SlotL
26 9 34 3 8.5 7.5 44 40

NTSC2-D4 4 0 28.25 0.625 1.375
NTSC2-D5 5 28 11 36 32 9.5 8 21.38 35 30.25 0.625 1.375
NTSC2-D6 6 30 13 38 34 10.5 8.5 22.75 37 32.25 0.625 1.375
NTSC2-D8 8 34 15 42 38 115 9.25 25.63 41 36.25 0.625 1.375
NTSC2-D10 10 42 18 50 46 13 12 31.88 50 45 0.75 1.75
NTSC2-D12 12 44 19 52 48 13.5 11.5 33.25 52 47 0.75 1.75
NTSC2-D14 14 54 25 62 58 16.5 15.5 40.25 62 57 0.75 1.75
NTSC2-D16 16 54 26 62 58 17 14.25 40.25 62 57 0.75 1.75
NTSC2-D18 18 60 30 68 64 19 16.5 45.25 69 64 1 2

NTSC2-D20 20 66 32 74 70 20 18.25 49.5 75 70 1 2

* This 2” internally insulated model provides a great reduction in the outer surface temperature. Other models and custom designs are available upon request. Dimensions subject to change without notice. All
silencers are equipped with drain ports on inlet side. The silencer is all welded construction and coated with high heat black paint for maximum durability.
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Hospital Grade Silencers

Disc Shape with 1” Insulation (35-40 dBA). Model NTHO1-D

Nett Technologies’ Hospital Grade Silencers are
designed to achieve maximum performance with
the least amount of backpressure. These
reactive/absorptive silencers are typically used for
reciprocating or positive displacement engines
where noise level regulations are high.

OPTIONS

e \Versatile connections including ANSI pattern
flanges, NPT, slip-on, engine flange, schedule
40 and others

e Aluminized Steel, Stainless Steel 304 or 316
construction

e Two inlet configuration is available upon request

TYPICAL ATTENUATION GURVE

HOSPITAL
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FEATURES & BENEFITS
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ACCESSORIES

e Qver 25 years of excellence in manufacturing
noise and emission control solutions

e Compact modular designs providing ease of
installations, less weight and less foot-print Elbows

e Responsive lead time for both standard and Thimbles
custom designs to meet your needs e Raincaps

e Customized engineered system solutions to meet Thermal insulation: integrated or with thermal
challenging integration and engine requirements insulation blankets

125 250 500 1000 2000 4000 28000
Frequency in HZ

Hardware Kits
Flexible connectors and expansion joints

Please see our accessories catalog for a complete
listing.

Contact Nett Technologies with your projects
design requirements and specifications for
optimized noise control solutions.

TYPICAL CONFIGURATIONS
—H— L1 —H— (2 —H— @D
@D p—m)
/ 4 , “ /@ \“x
i o )
&) Eéx} Ao s D A S =7
g c2 S c2 3 B C2
/] cl Cl PXQ \®c1
PXQ L ¢ ol PxQ e -0 &

END IN END OUT (EI-EO) BOTTOM IN END OUT (BI-EO) BOTTOM IN TOP OUT (BI-TO)

PRODUCT DIMENSIONS (in)

A D H L1 L2 o N E Cl C2 P
| Outlet | _Dia_| Height | E-EO | BI-EO | | WMax | | | |SlotDial SlotL
26 10 34 30 9 7.5 44 40

NTHO1-D4 4 28.25 0.625 1.375
NTHO1-D5 5 28 11 36 32 9.5 8 21.38 35 30.25 0.625 1.375
NTHO1-D6 6 30 12 38 34 10 8.5 22.75 37 32.25 0.625 1.375
NTHO1-D8 8 34 16 42 38 12 9.25 25.63 41 36.25 0.625 1.375
NTHO1-D10 10 42 18 50 46 13 12 31.88 50 45 0.75 1.75
NTHO1-D12 12 44 22 52 48 15 11.5 33.25 52 47 0.75 1.75
NTHO1-D14 14 54 26 62 58 17 15.5 40.25 62 57 0.75 1.75
NTHO1-D16 16 54 28 62 58 18 14.25 40.25 62 57 0.75 1.75
NTHO1-D18 18 60 32 68 64 20 16.5 45.25 69 64 1 2

NTHO1-D20 20 66 36 74 70 22 18.25 49.50 75 70 1 2

* This 1” internally insulated model provides a great reduction in the outer surface temperature. Other models and custom designs are available upon request. Dimensions subject to change without notice. All
silencers are equipped with drain ports on inlet side. The silencer is all welded construction and coated with high heat black paint for maximum durability.
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Hospital Grade Silencers

Disc Shape with 2” Insulation (37-42 dBA). Model NTHO2-D

Nett Technologies’ Hospital Grade Silencers are
designed to achieve maximum performance with
the least amount of backpressure. These
reactive/absorptive silencers are typically used for
reciprocating or positive displacement engines

OPTIONS

e \Versatile connections including ANSI pattern
flanges, NPT, slip-on, engine flange, schedule
40 and others

e Aluminized Steel, Stainless Steel 304 or 316
construction

TYPICAL ATTENUATION GURVE

HOSPITAL

P e 7

where noise level regulations are high. e Two inlet configuration is available upon request

FEATURES & BENEFITS
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ACCESSORIES

e Qver 25 years of excellence in manufacturing
noise and emission control solutions

e Compact modular designs providing ease of

125 250 500 1000 2000 4000 2000
Freguency in HZ

Hardware Kits
Flexible connectors and expansion joints

installations, less weight and less foot-print * Elbows Please see our accessories catalog for a complete
« Responsive lead time for both standard and ~ ® Thimbles listing.
custom designs to meet your needs e Raincaps

Contact Nett Technologies with your projects
design requirements and specifications for
optimized noise control solutions.

e Customized engineered system solutions to meet
challenging integration and engine requirements

Thermal insulation: integrated or with thermal
insulation blankets

TYPICAL CONFIGURATIONS
—H— L1 | —H— L H— @D
@D p—m)
4 4 , 4 /@
il e Iy )
O Al A KD i Al i &
g C2 S c2 g —2 C2
/] 1 Cl PXQ \®c1
PXQ L ¢ 5 PXQ c L0 - F

END IN END OUT (EI-EO) BOTTOM IN END OUT (BI-EQ) BOTTOM IN TOP OUT (BI-TO)

PRODUCT DIMENSIONS (in)

mmmmm-m---m Slot L

NTHO2-D4 4 21.38 35 30.25 0.625 1.375
NTHO2-D5 5 30 14 38 34 11 9 22.75 37 32.25 0.625 1.375
NTHO2-D6 6 34 14 42 38 11 10.5 25.63 41 36.25 0.625 1.375
NTHO2-D8 8 38 18 46 42 13 11.25 29 46 41 0.75 1.75
NTHO2-D10 10 44 20 52 48 14 13 33.25 52 47 0.75 1.75
NTHO2-D12 12 46 24 54 50 16 12.5 34.63 54 49 0.75 1.75
NTHO2-D14 14 54 26 62 58 17 15.5 40.25 62 57 0.75 1.75
NTHO2-D16 16 60 28 68 64 18 17.25 45.25 69 64 1 2

NTHO2-D18 18 66 32 74 70 20 19.5 49.50 75 70 1 2

NTHO2-D20 20 70 42 74 74 25 20.25 52 79 74 1 2

* This 2” internally insulated model provides a great reduction in the outer surface temperature. Other models and custom designs are available upon request. Dimensions subject to change without notice. All
silencers are equipped with drain ports on inlet side. The silencer is all welded construction and coated with high heat black paint for maximum durability.
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Hospital Plus Grade Silencers

Disc Shape with 2” Insulation (42-52 dBA). Model NTHP2-D

Nett Technologies’ Hospital Plus Grade Silencers are
designed to achieve maximum performance with
the least amount of backpressure.

These reactive/absorptive silencers are used for
reciprocating or positive displacement engines
where noise level regulations are critically-high.

FEATURES & BENEFITS
e Over 25 years of excellence in manufacturing
noise and emission control solutions

e Compact modular designs providing ease of
installations, less weight and less foot-print

e Responsive lead time for both standard and
custom designs to meet your needs

e Customized engineered system solutions to meet
challenging integration and engine requirements

TYPICAL CONFIGURATIONS
H L1
@D
4
5 i :
% G
PXQ L ¢

END IN END OUT (EI-EQ)

PRODUCT DIMENSIONS (in)

OPTIONS

e Versatile connections including ANSI pattern
flanges, NPT, slip-on, engine flange, schedule
40 and others

e Aluminized Steel, Stainless Steel 304 or 316
construction

e Two inlet configuration is available upon request

ACCESSORIES

e Hardware Kits

Flexible connectors and expansion joints
Elbows

Thimbles

e Raincaps

Thermal insulation: integrated or with thermal
insulation blankets
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TYPICAL ATTENUATION GURVE
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Please see our accessories catalog for a complete
listing.

Contact Nett Technologies with your projects
design requirements and specifications for
optimized noise control solutions.

D
B
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e/

y > c2

PXQ \@C]

O —F
BOTTOM IN TOP OUT (BI-TO)

mmmmm-m---m Slot L

NTHP2-D4 4

NTHP2-D5 5 34 18
NTHP2-D6 6 38 18
NTHP2-D8 8 42 22
NTHP2-D10 10 48 24
NTHP2-D12 12 50 28
NTHP2-D14 14 58 30
NTHP2-D16 16 64 32
NTHP2-D18 18 70 36
NTHP2-D20 20 74 46

12 10.5 24.30 39 34.25 0.625 1.375
42 38 13 11 25.70 41 36.25 0.625 1.375
46 42 13 12.5 28.50 47 40.25 0.625 1.375
50 46 15 13.25 31.90 50 45 0.75 1.75
56 52 16 15 36.10 56 51 0.75 1.75
58 54 18 14.5 37.50 58 53 0.75 1.75
66 62 19 17.5 43.20 66 61 0.75 1.75
72 68 20 19.25 48.10 75 68 1 2
78 74 22 21.5 52.40 79 74 1 2
82 78 27 22.25 55.20 83 78 1 2

* This 2” internally insulated model provides a great reduction in the outer surface temperature. Other models and custom designs are available upon request. Dimensions subject to change without notice. All
silencers are equipped with drain ports on inlet side. The silencer is all welded construction and coated with high heat black paint for maximum durability.

** Standard inlet/outlet position.
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Residential Grade Silencers

Rectangular Shape (20-25 dBA). Model NTRS-R

Nett Technologies’ Residential Grade Silencers are
designed to achieve maximum performance with
the least amount of backpressure.

These reactive silencers are used for reciprocating
or positive displacement engines where noise level
regulations are medium-low.

FEATURES & BENEFITS
e Qver 25 years of excellence in manufacturing
noise and emission control solutions

e Compact modular designs providing ease of
installations, less weight and less foot-print

e Responsive lead time for both standard and
custom designs to meet your needs

e (Customized engineered system solutions to meet
challenging integration and engine requirements

TYPICAL CONFIGURATIONS

[\ El L.‘ g
l uL L]
PXQ

END IN END OUT (EI-EO)

-
N
©
=
>
TT

PRODUCT DIMENSIONS (in)

OPTIONS

e Versatile connections including ANSI pattern
flanges, NPT, slip-on, engine flange, schedule
40 and others

e Aluminized Steel, Stainless Steel 304 or 316
construction

e Two inlet configuration is available upon request

ACCESSORIES

e Hardware Kits

e Flexible connectors and expansion joints
e Elbows

e Thimbles

e Raincaps

e Thermal insulation: integrated or with thermal
insulation blankets

B 2
}, ;—H X—[EI .
el HEHTA W =
Lq- L)
-0 PxQ

BOTTOM IN END OUT (BI-EO)

A W H L1 L2 K] (0] X** X El E2 P
Outlet| Width | Height | EI-EO | BI-EO | BITO | | Min | Max | | ___[slotDia SlotL
4 22 6 28 24 20 4.5 9 29 25

NTRS-R4 4 0.75 1.75
NTRS-R5 5 24 8 32 28 24 4 5 11 31 27 0.75 175
NTRS-R6 6 26 8 34 30 26 4 5.5 12 33 29 0.75 175
NTRS-R8 8 32 10 40 36 32 4 6.5 15 39 35 0.75 1.75
NTRS-R10 10 40 12 48 44 40 4 7.5 19 47 43 0.75 175
NTRS-R12 12 46 14 54 50 46 4 8.5 22 53 49 0.75 175
NTRS-R14 14 54 18 58 54 50 4 9.5 24 62 58 1 2
NTRS-R16 16 60 20 68 64 60 4 10.5 29 68 64 1 2
NTRS-R18 18 70 22 74 70 66 4 11.5 32 78 74 1 2
NTRS-R20 20 72 24 80 76 72 4 12.5 35 80 76 1 2
NTRS-R22 22 86 26 84 80 76 4 13.5 37 96 90.75 125 2.25
NTRS-R24 24 88 28 88 84 80 4 14.5 39 98 92.75 125  2.25

TYPICAL ATTENUATION GURVE

RESIDENTIAL

N

125 250 500 1000 2000 4000 8000
Frequency in HZ

Sound Attenuation in dB

Please see our accessories catalog for a complete
listing.

Contact Nett Technologies with your projects
design requirements and specifications for
optimized noise control solutions.

O PxQ
BOTTOM IN TOP OUT (BI-TO)

* Other models and custom designs are available upon request. Dimensions subject to change without notice. All silencers are equipped with drain ports on inlet side. The silencer is all welded construction and

coated with high heat black paint for maximum durability.
** Standard inlet/outlet position.
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Residential Grade Silencers

Rectangular Shape with 1” Insulation (22-27 dBA). Model NTRS1-R

Nett Technologies’ Residential Grade Silencers are
designed to achieve maximum performance with
the least amount of backpressure.

These reactive/absorptive silencers are used for
reciprocating or positive displacement engines
where noise level regulations are medium-low.

FEATURES & BENEFITS
e Over 25 years of excellence in manufacturing
noise and emission control solutions

e Compact modular designs providing ease of
installations, less weight and less foot-print

e Responsive lead time for both standard and
custom designs to meet your needs

e (Customized engineered system solutions to meet
challenging integration and engine requirements

TYPICAL CONFIGURATIONS
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PRODUCT DIMENSIONS (in)

OPTIONS

e Versatile connections including ANSI pattern
flanges, NPT, slip-on, engine flange, schedule
40 and others

e Aluminized Steel, Stainless Steel 304 or 316
construction

e Two inlet configuration is available upon request

ACCESSORIES

e Hardware Kits

e Flexible connectors and expansion joints
e Elbows

e Thimbles

e Raincaps

e Thermal insulation: integrated or with thermal
insulation blankets

B 2
}, ;—H X—[EI .
el HEHTA W =
Lq- L)
-0 PxQ

BOTTOM IN END OUT (BI-EO)

A W H L1 L2 L3 (0) X** X E1l E2 P
Outlet| Width | Height | EI-EO | BI-EO [ BI-TO| | Min | Max | | ___IslotDia SlotL
26 8 30 26 22 4.5 10 33 29

TYPICAL ATTENUATION GURVE

RESIDENTIAL

N

125 250 500 1000 2000 4000 8000
Frequency in HZ

Sound Attenuation in dB

Please see our accessories catalog for a complete
listing.

Contact Nett Technologies with your projects
design requirements and specifications for
optimized noise control solutions.

O PxQ

BOTTOM IN TOP OUT (BI-TO)

NTRS-T1-R4 4 4 0.75 1.75
NTRS-T1-R5 5 28 10 34 30 26 4 5 12 35 31 0.75 1.75
NTRS-T1-R6 6 34 10 36 32 28 4 5.5 13 41 37 0.75 1.75
NTRS-T1-R8 8 42 12 48 44 40 4 6.5 19 49 45 0.75 1.75
NTRS-T1-R10 10 48 14 56 52 48 4 7.5 23 56 52 1 2
NTRS-T1-R12 12 56 16 68 64 60 4 8.5 29 64 60 1 2
NTRS-T1-R14 14 62 20 74 70 66 4 9.5 32 70 66 1 2
NTRS-T1-R16 16 70 22 80 76 72 4 10.5 35 78 74 1 2
NTRS-T1-R18 18 74 24 84 80 76 4 11.5 37 82 78 1 2
NTRS-T1-R20 20 88 26 92 88 84 4 12.5 41 98 9275 125 225
NTRS-T1-R22 22 90 28 94 90 86 4 13.5 42 100 94.75 125 2.25
NTRS-T1-R24 24 92 30 96 92 88 4 14.5 43 102 96.75 125 2.25

* This 1” internally insulated model provides a great reduction in the outer surface temperature. Other models and custom designs are available upon request. Dimensions subject to change without notice. All
silencers are equipped with drain ports on inlet side. The silencer is all welded construction and coated with high heat black paint for maximum durability.

** Standard inlet/outlet position.
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Residential Grade Silencers

Rectangular Shape with 2” Insulation (24-29 dBA). Model NTRS2-R

Nett Technologies’ Residential Grade Silencers are
designed to achieve maximum performance with
the least amount of backpressure.

These reactive/absorptive silencers are used for
reciprocating or positive displacement engines
where noise level regulations are medium-low.

FEATURES & BENEFITS
e Over 25 years of excellence in manufacturing
noise and emission control solutions

e Compact modular designs providing ease of
installations, less weight and less foot-print

e Responsive lead time for both standard and
custom designs to meet your needs

e (Customized engineered system solutions to meet
challenging integration and engine requirements

TYPICAL CONFIGURATIONS
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PRODUCT DIMENSIONS (in)

OPTIONS

e Versatile connections including ANSI pattern
flanges, NPT, slip-on, engine flange, schedule
40 and others

e Aluminized Steel, Stainless Steel 304 or 316
construction

e Two inlet configuration is available upon request

ACCESSORIES

e Hardware Kits

Flexible connectors and expansion joints
Elbows

Thimbles

e Raincaps

Thermal insulation: integrated or with thermal
insulation blankets

o 2
}r% "
E]EQ-@- AW —

BOTTOM IN END OUT (BI-EO)

A W H L1 L2 L3 (0] X** X El E2 P
Outlet| Width | Height | EI-E0 | BI-EO | BL-TO | | Min | Max | | ___[slotDia SlotL
26 8 30 26 22 4.5 10 33 29

NTRS-T2-R4 4 4 0.75 1.75
NTRS-T2-R5 5 28 10 34 30 26 4 5 12 35 31 0.75 1.75
NTRS-T2-R6 6 34 10 36 32 28 4 5.5 13 41 37 0.75 1.75
NTRS-T2-R8 8 42 12 48 44 40 4 6.5 19 49 45 0.75 1.75
NTRS-T2-R10 10 48 14 56 52 48 4 7.5 23 56 52 1 2
NTRS-T2-R12 12 56 16 68 64 60 4 8.5 29 64 60 1 2
NTRS-T2-R14 14 62 20 74 70 66 4 9.5 32 70 66 1 2
NTRS-T2-R16 16 70 22 80 76 72 4 10.5 35 78 74 1 2
NTRS-T2-R18 18 74 24 84 80 76 4 11.5 37 82 78 1 2
NTRS-T2-R20 20 88 26 92 88 84 4 12.5 41 98 9275 125 225
NTRS-T2-R22 22 90 28 94 90 86 4 13.5 42 100 9475 125 2.25
NTRS-T2-R24 24 92 30 96 92 88 4 14.5 43 102 96.75 125 2.25

TYPICAL ATTENUATION GURVE

RESIDENTIAL

N

125 250 500 1000 2000 4000 8000
Frequency in HZ

Sound Attenuation in dB

Please see our accessories catalog for a complete
listing.

Contact Nett Technologies with your projects
design requirements and specifications for
optimized noise control solutions.

O PxQ
BOTTOM IN TOP OUT (BI-TO)

* This 2” internally insulated model provides a great reduction in the outer surface temperature. Other models and custom designs are available upon request. Dimensions subject to change without notice. All
silencers are equipped with drain ports on inlet side. The silencer is all welded construction and coated with high heat black paint for maximum durability.

** Standard inlet/outlet position.
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2INETT

TECHNOLOGIES INC.

Critical Grade Silencers

Rectangular Shape (25-30 dBA). Model NTCR-R

Nett Technologies’ Critical Grade Silencers are
designed to achieve maximum performance with
the least amount of backpressure.

These reactive silencers are used for reciprocating
or positive displacement engines where noise level
regulations are medium.

FEATURES & BENEFITS
e Over 25 years of excellence in manufacturing
noise and emission control solutions

e Compact modular designs providing ease of
installations, less weight and less foot-print

e Responsive lead time for both standard and
custom designs to meet your needs

e (Customized engineered system solutions to meet
challenging integration and engine requirements

TYPICAL CONFIGURATIONS
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PRODUCT DIMENSIONS (in)

OPTIONS

e Versatile connections including ANSI pattern
flanges, NPT, slip-on, engine flange, schedule
40 and others

e Aluminized Steel, Stainless Steel 304 or 316
construction

e Two inlet configuration is available upon request

ACCESSORIES

e Hardware Kits

Flexible connectors and expansion joints
Elbows

Thimbles

e Raincaps

Thermal insulation: integrated or with thermal
insulation blankets

B - 2
}, ;—H X—[EI .
el HEHTA W =
Lq- [
O PxQ

BOTTOM IN END OUT (BI-EO)

A W H L1 L2 L3 o X** X E1l E2 P
Outlet| Width | Height | EI-EO | BI-EO | BITO| | Min | Max | | ___lslotDia SlotL
4 26 8 30 26 22 4 4.5 10 33 29

NTCR-R4 0.75 175
NTCR-R5 5 28 10 34 30 26 4 5 12 35 31 0.75 175
NTCR-R6 6 34 10 36 32 28 4 5.5 13 41 37 0.75 175
NTCR-R8 8 42 12 48 44 40 4 6.5 19 49 45 0.75 175
NTCR-R10 10 48 14 56 52 48 4 7.5 23 56 52 1 2
NTCR-R12 12 56 16 68 64 60 4 8.5 29 64 60 1 2
NTCR-R14 14 62 20 74 70 66 4 9.5 32 70 66 1 2
NTCR-R16 16 70 22 80 76 72 4 10.5 35 78 74 1 2
NTCR-R18 18 74 24 84 80 76 4 11.5 37 82 78 1 2
NTCR-R20 20 88 26 92 88 84 4 12.5 41 98 92.75 125 2.25
NTCR-R22 22 90 28 94 90 86 4 13.5 42 100 9475 125 2.25
NTCR-R24 24 92 30 96 92 88 4 14.5 43 102  96.75 125 2.25

TYPICAL ATTENUATION GURVE

CRITICAL

’\

125 250 500 1000 2000 4000 8000
Frequency in HZ

Sound Attenuation in dB

Please see our accessories catalog for a complete
listing.

Contact Nett Technologies with your projects
design requirements and specifications for
optimized noise control solutions.

O PxQ
BOTTOM IN TOP OUT (BI-TO)

* Other models and custom designs are available upon request. Dimensions subject to change without notice. All silencers are equipped with drain ports on inlet side. The silencer is all welded construction and

coated with high heat black paint for maximum durability.
** Standard inlet/outlet position.
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INETT

TECHNOLOGIES INC.

Critical Grade Silencers

Rectangular Shape with 1” Insulation (27-32 dBA). Model NTCR1-R

Nett Technologies’ Critical Grade Silencers are
designed to achieve maximum performance with
the least amount of backpressure.

These reactive/absorptive silencers are used for
reciprocating or positive displacement engines
where noise level regulations are medium.

FEATURES & BENEFITS
e Qver 25 years of excellence in manufacturing
noise and emission control solutions

e Compact modular designs providing ease of
installations, less weight and less foot-print

e Responsive lead time for both standard and
custom designs to meet your needs

e (Customized engineered system solutions to meet
challenging integration and engine requirements

TYPICAL CONFIGURATIONS
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PRODUCT DIMENSIONS (in)

OPTIONS

e Versatile connections including ANSI pattern
flanges, NPT, slip-on, engine flange, schedule
40 and others

e Aluminized Steel, Stainless Steel 304 or 316
construction

e Two inlet configuration is available upon request

ACCESSORIES

e Hardware Kits

Flexible connectors and expansion joints
e Elbows

e Thimbles

e Raincaps

e Thermal insulation: integrated or with thermal
insulation blankets

B 2
}, ;—H X—[EI .
el HEHTA W =
Lq- L)
-0 PxQ

BOTTOM IN END OUT (BI-EO)

A W H L1 L2 L3 o X** X E1l E2 P
Outlet| Width | Height | EI-EQ | BI-EO | BI-TO | | Min | Max | | ___slotDial SlotL
4 28 8 32 28 24 4 4.5 11 35 31

NTCR-T1-R4 0.75 1.75
NTCR-T1-R5 5 30 10 36 32 28 4 5 13 37 33 0.75 1.75
NTCR-T1-R6 6 36 10 38 34 30 4 5.5 14 43 39 0.75 1.75
NTCR-T1-R8 8 44 12 50 46 42 4 6.5 20 51 47 0.75 1.75
NTCR-T1-R10 10 50 14 58 54 50 4 7.5 24 58 54 1 2
NTCR-T1-R12 12 58 16 68 64 60 4 8.5 29 66 62 1 2
NTCR-T1-R14 14 64 20 74 70 66 4 9.5 32 72 68 1 2
NTCR-T1-R16 16 72 22 80 76 72 4 10.5 35 80 76 1 2
NTCR-T1-R18 18 76 24 84 80 76 4 11.5 37 84 80 1 2
NTCR-T1-R20 20 90 26 92 88 84 4 12.5 41 100 9475 125 2.25
NTCR-T1-R22 22 92 28 94 90 86 4 13.5 42 102 96.75 125 2.25
NTCR-T1-R24 24 94 30 96 92 88 4 14.5 43 104 9875 1.25 2.25

TYPICAL ATTENUATION GURVE

CRITICAL

’\

125 250 500 1000 2000 4000 8000
Frequency in HZ

Sound Attenuation in dB

Please see our accessories catalog for a complete
listing.

Contact Nett Technologies with your projects
design requirements and specifications for
optimized noise control solutions.

O PxQ
BOTTOM IN TOP OUT (BI-TO)

* This 1” internally insulated model provides a great reduction in the outer surface temperature. Other models and custom designs are available upon request. Dimensions subject to change without notice. All
silencers are equipped with drain ports on inlet side. The silencer is all welded construction and coated with high heat black paint for maximum durability.

** Standard inlet/outlet position.
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2INETT

TECHNOLOGIES INC.

Critical Grade Silencers
Rectangular Shape with 2” Insulation (29-34 dBA). Model NTCR2-R

OPTIONS

TYPICAL ATTENUATION GURVE

Nett Technologies’ Critical Grade Silencers are
designed to achieve maximum performance with
the least amount of backpressure.

e Versatile connections including ANSI pattern
flanges, NPT, slip-on, engine flange, schedule
40 and others

CRITICAL

These reactive/absorptive silencers are used for o Aluminized Steel, Stainless Steel 304 or 316

reciprocating or positive displacement engines construction .%

where noise level regulations are medium. « Two inlet configuration is available upon request E m
=T

FEATURES & BENEFITS ACCESSORIES E

e Over 25 years of excellence in manufacturing
noise and emission control solutions

e Compact modular designs providing ease of
installations, less weight and less foot-print Elbows

e Responsive lead time for both standard and Thimbles
custom designs to meet your needs e Raincaps

e (Customized engineered system solutions to meet e Thermal insulation: integrated or with thermal
challenging integration and engine requirements insulation blankets

e Hardware Kits
Flexible connectors and expansion joints

125 250 500 1000 2000 4000 8000
Frequency in HZ

Please see our accessories catalog for a complete
listing.

Contact Nett Technologies with your projects
design requirements and specifications for
optimized noise control solutions.

TYPICAL CONFIGURATIONS
—H— ] —— [ —H— K, 2
ET E2 @‘W&E—&} E]EQ—@- i :f\:: _—
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PxQ a® PXQ I—O PXQ

END IN END OUT (EI-EO) BOTTOM IN END OUT (BI-EO) BOTTOM IN TOP OUT (BI-TO)

PRODUCT DIMENSIONS (in)

A W H L1 L2 L3 (o) X** X E1l E2 P
Outlet| Width | Height| EI-E0 | BI-EO | BI-TO | | Min | Max | | ___IslotDial SlotL
4 28 8 32 28 24 4 4.5 11 35 31

NTCR-T2-R4 0.75 1.75
NTCR-T2-R5 5 30 10 36 32 28 4 5 13 37 33 0.75 1.75
NTCR-T2-R6 6 36 10 38 34 30 4 5.5 14 43 39 0.75 1.75
NTCR-T2-R8 8 44 12 50 46 42 4 6.5 20 51 47 0.75 1.75
NTCR-T2-R10 10 50 14 58 54 50 4 7.5 24 58 54 1 2
NTCR-T2-R12 12 58 16 68 64 60 4 8.5 29 66 62 1 2
NTCR-T2-R14 14 64 20 74 70 66 4 9.5 32 72 68 1 2
NTCR-T2-R16 16 72 22 80 76 72 4 10.5 35 80 76 1 2
NTCR-T2-R18 18 76 24 84 80 76 4 11.5 37 84 80 1 2
NTCR-T2-R20 20 90 26 92 88 84 4 12.5 41 100 9475 125 2.25
NTCR-T2-R22 22 92 28 94 90 86 4 13.5 42 102 9675 125 2.25
NTCR-T2-R24 24 94 30 96 92 88 4 14.5 43 104 9875 125 2.25

* This 2” internally insulated model provides a great reduction in the outer surface temperature. Other models and custom designs are available upon request. Dimensions subject to change without notice. All
silencers are equipped with drain ports on inlet side. The silencer is all welded construction and coated with high heat black paint for maximum durability.
** Standard inlet/outlet position.
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2INETT

TECHNOLOGIES INC.

Super Critical Grade Silencers

Rectangular Shape (30-37 dBA). Model NTSC-R

Nett Technologies’ Super Critical Grade Silencers
are designed to achieve maximum performance
with the least amount of backpressure.

These reactive silencers are used for reciprocating
or positive displacement engines where noise level
regulations are medium-high.

FEATURES & BENEFITS
e Over 25 years of excellence in manufacturing
noise and emission control solutions

e Compact modular designs providing ease of
installations, less weight and less foot-print

e Responsive lead time for both standard and
custom designs to meet your needs

e (Customized engineered system solutions to meet
challenging integration and engine requirements

TYPICAL CONFIGURATIONS
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PRODUCT DIMENSIONS (in)

OPTIONS

e Versatile connections including ANSI pattern
flanges, NPT, slip-on, engine flange, schedule
40 and others

e Aluminized Steel, Stainless Steel 304 or 316
construction

e Two inlet configuration is available upon request

ACCESSORIES

e Hardware Kits

Flexible connectors and expansion joints
Elbows

Thimbles

e Raincaps

Thermal insulation: integrated or with thermal
insulation blankets

B 2
}, ;—H X—[EI .
el HEHTA W =
Lq- L)
-0 PxQ

BOTTOM IN END OUT (BI-EO)

TYPICAL ATTENUATION GURVE

SUPER CRITICAL

m

125 250 500 1000 2000 4000 8000
Frequency in HZ

Sound Attenuation in dB

Please see our accessories catalog for a complete
listing.

Contact Nett Technologies with your projects
design requirements and specifications for
optimized noise control solutions.

O PxQ

A W H L1 L2 L3 o X** X E1l E2
Outlet| Width | Height | EI-EO | BI-EO | BI-TO | | Min | Max | |
4 28 8 32 28 24 4 4.5 11 35 31

NTSC-R4 0.75 175
NTSC-R5 5 30 10 36 32 28 4 5 13 37 33 0.75 175
NTSC-R6 6 36 10 38 34 30 4 5.5 14 43 39 0.75 175
NTSC-R8 8 44 12 50 46 42 4 6.5 20 51 47 0.75 175
NTSC-R10 10 50 14 58 54 50 4 7.5 24 58 54 1 2
NTSC-R12 12 58 16 68 64 60 4 8.5 29 66 62 1 2
NTSC-R14 14 64 20 74 70 66 4 9.5 32 72 68 1 2
NTSC-R16 16 72 22 80 76 72 4 10.5 35 80 76 1 2
NTSC-R18 18 76 24 84 80 76 4 11.5 37 84 80 1 2
NTSC-R20 20 90 26 92 88 84 4 12.5 41 100 9475 125 2.25
NTSC-R22 22 92 28 94 90 86 4 13.5 42 102 96.75 125  2.25
NTSC-R24 24 94 30 96 92 88 4 14.5 43 104 9875 125 2.25

* Other models and custom designs are available upon request. Dimensions subject to change without notice. All silencers are equipped with drain ports on inlet side. The silencer is all welded construction and coated

with high heat black paint for maximum durability.
** Standard inlet/outlet position.
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INETT

TECHNOLOGIES INC.

Super Critical Grade Silencers
Rectangular Shape with 1” Insulation (32-39 dBA). Model NTSG1-R

OPTIONS

TYPICAL ATTENUATION GURVE

Nett Technologies’ Super Critical Grade Silencers
are designed to achieve maximum performance
with the least amount of backpressure.

e Versatile connections including ANSI pattern
flanges, NPT, slip-on, engine flange, schedule
40 and others

SUPER CRITICAL

These reactive/absorptive silencers are used for
reciprocating or positive displacement engines
where noise level regulations are medium-high.

e Aluminized Steel, Stainless Steel 304 or 316
construction

m

125 250 500 1000 2000 4000 8000
Frequency in HZ

e Two inlet configuration is available upon request

FEATURES & BENEFITS ACCESSORIES

Sound Attenuation in dB

e Qver 25 years of excellence in manufacturing
noise and emission control solutions

e Compact modular designs providing ease of
installations, less weight and less foot-print

e Hardware Kits
Flexible connectors and expansion joints

Elbows
e Responsive lead time for both standard and Thimbles
custom designs to meet your needs e Raincaps

e Customized engineered system solutions to meet e Thermal insulation: integrated or with thermal
challenging integration and engine requirements insulation blankets

Please see our accessories catalog for a complete
listing.

Contact Nett Technologies with your projects
design requirements and specifications for
optimized noise control solutions.

TYPICAL CONFIGURATIONS
i r—— [ R L
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END IN END OUT (EI-EO) BOTTOM IN END OUT (BI-EO) BOTTOM IN TOP OUT (BI-TO)

PRODUCT DIMENSIONS (in)

A \\') H L1 L2 L3 o X** X El E2 P
Outlet| Width | Height | EI-EQ | BI-EO | BI-TO || Min | Max | | ___slotDial SlotL
4 28 8 32 28 24 4 4.5 11 35 31

NTSC-T1-R4 0.75 1.75
NTSC-T1-R5 5 30 10 36 32 28 4 5 13 37 33 0.75 1.75
NTSC-T1-R6 6 36 10 38 34 30 4 5.5 14 43 39 0.75 1.75
NTSC-T1-R8 8 44 12 50 46 42 4 6.5 20 51 47 0.75 1.75
NTSC-T1-R10 10 50 14 58 54 50 4 7.5 24 58 54 1 2
NTSC-T1-R12 12 58 16 68 64 60 4 8.5 29 66 62 1 2
NTSC-T1-R14 14 64 20 74 70 66 4 9.5 32 72 68 1 2
NTSC-T1-R16 16 72 22 80 76 72 4 10.5 35 80 76 1 2
NTSC-T1-R18 18 76 24 84 80 76 4 11.5 37 84 80 1 2
NTSC-T1-R20 20 90 26 92 88 84 4 12.5 41 100 94.75 125 2.25
NTSC-T1-R22 22 92 28 94 90 86 4 13.5 42 102 9%.75 125 225
NTSC-T1-R24 24 94 30 96 92 88 4 14.5 43 104 9875 125 2.25

* This 1” internally insulated model provides a great reduction in the outer surface temperature. Other models and custom designs are available upon request. Dimensions subject to change without notice. All
silencers are equipped with drain ports on inlet side. The silencer is all welded construction and coated with high heat black paint for maximum durability.
** Standard inlet/outlet position.
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INETT

TECHNOLOGIES INC.

Super Critical Grade Silencers

Rectangular Shape with 2” Insulation (34-41 dBA). Model NTSG2-R

Nett Technologies’ Super Critical Grade Silencers
are designed to achieve maximum performance
with the least amount of backpressure.

These reactive/absorptive silencers are used for
reciprocating or positive displacement engines
where noise level regulations are medium-high.

FEATURES & BENEFITS
e Over 25 years of excellence in manufacturing
noise and emission control solutions

e Compact modular designs providing ease of
installations, less weight and less foot-print

e Responsive lead time for both standard and
custom designs to meet your needs

e Customized engineered system solutions to meet
challenging integration and engine requirements

TYPICAL CONFIGURATIONS
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PRODUCT DIMENSIONS (in)

OPTIONS

e Versatile connections including ANSI pattern
flanges, NPT, slip-on, engine flange, schedule
40 and others

e Aluminized Steel, Stainless Steel 304 or 316
construction

e Two inlet configuration is available upon request

ACCESSORIES

e Hardware Kits

Flexible connectors and expansion joints
Elbows

Thimbles

e Raincaps

Thermal insulation: integrated or with thermal
insulation blankets

B 2
}, ;—H X—[EI .
el HEHTA W =
Lq- L)
-0 PxQ

BOTTOM IN END OUT (BI-EO)

A W H L1 L2 L3 0] X** X El E2 P
Outlet| Width | Height | EI-EO | BI-EO | BITO| | Min | Max | | ___lslotDia SlotL
4 30 10 34 30 26 4 4.5 12 37 33

NTCR-T2-R4 0.75 175
NTCR-T2-R5 5 32 12 38 34 30 4 5 14 39 35 0.75 175
NTCR-T2-R6 6 38 12 40 36 32 4 5.5 15 45 41 0.75 175
NTCR-T2-R8 8 46 14 52 48 44 4 6.5 21 53 49 0.75 175
NTCR-T2-R10 10 52 16 60 56 52 4 7.5 25 60 56 1 2
NTCR-T2-R12 12 60 18 70 66 62 4 8.5 30 68 64 1 2
NTCR-T2-R14 14 66 22 74 70 66 4 9.5 32 74 70 1 2
NTCR-T2-R16 16 74 24 82 78 74 4 10.5 36 82 78 1 2
NTCR-T2-R18 18 78 26 86 82 78 4 11.5 38 86 82 1 2
NTCR-T2-R20 20 92 28 94 90 86 4 12.5 42 102 96.75 125  2.25
NTCR-T2-R22 22 94 30 96 92 88 4 13.5 43 104 9875 125 2.25
NTCR-T2-R24 24 96 32 98 94 90 4 14.5 44 106 100.75 1.25 2.25

TYPICAL ATTENUATION GURVE

SUPER CRITICAL

m

125 250 500 1000 2000 4000 8000
Frequency in HZ

Sound Attenuation in dB

Please see our accessories catalog for a complete
listing.

Contact Nett Technologies with your projects
design requirements and specifications for
optimized noise control solutions.

O PxQ
BOTTOM IN TOP OUT (BI-TO)

* This 2” internally insulated model provides a great reduction in the outer surface temperature. Other models and custom designs are available upon request. Dimensions subject to change without notice. All
silencers are equipped with drain ports on inlet side. The silencer is all welded construction and coated with high heat black paint for maximum durability.

** Standard inlet/outlet position.
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INETT

TECHNOLOGIES INC.

Hospital Grade Silencers
Rectangular Shape with 1” Insulation (37-44 dBA). Model NTHO1-R

OPTIONS

TYPICAL ATTENUATION GURVE

Nett Technologies’ Hospital Grade Silencers are
designed to achieve maximum performance with
the least amount of backpressure.

e Versatile connections including ANSI pattern
flanges, NPT, slip-on, engine flange, schedule
40 and others

HOSPITAL

These reactive/absorptive silencers are used for
reciprocating or positive displacement engines
where noise level regulations are high.

e Aluminized Steel, Stainless Steel 304 or 316
construction

e Two inlet configuration is available upon request

e ]

FEATURES & BENEFITS

Sound Attenuation in dB

ACCESSORIES

e Hardware Kits
Flexible connectors and expansion joints

e Over 25 years of excellence in manufacturing
noise and emission control solutions

e Compact modular designs providing ease of
installations, less weight and less foot-print Elbows

e Responsive lead time for both standard and Thimbles
custom designs to meet your needs e Raincaps

e (Customized engineered system solutions to meet Thermal insulation: integrated or with thermal
challenging integration and engine requirements insulation blankets

125 250 500 1000 2000 4000 2000
Frequency in HZ

Please see our accessories catalog for a complete
listing.

Contact Nett Technologies with your projects
design requirements and specifications for
optimized noise control solutions.

TYPICAL CONFIGURATIONS
i r—— [ R L
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END IN END OUT (EI-EO) BOTTOM IN END OUT (BI-EO) BOTTOM IN TOP OUT (BI-TO)

PRODUCT DIMENSIONS (in)

A \\') H L1 L2 L3 o X** X El E2 P
Outlet| Width | Height | EI-EO | BI-EO | BI-TO | | Min | Max | | ___IslotDial SlotL
4 32 8 36 32 28 4 4.5 13 39 35

NTHO-T1-R4 0.75 1.75
NTHO-T1-R5 5 34 10 40 36 32 4 5 15 41 37 0.75 1.75
NTHO-T1-R6 6 36 10 42 38 34 4 5.5 16 43 39 0.75 1.75
NTHO-T1-R8 8 50 12 54 50 46 4 6.5 22 58 54 1 2
NTHO-T1-R10 10 56 14 62 58 54 4 7.5 26 64 60 1 2
NTHO-T1-R12 12 62 18 68 64 60 4 8.5 29 70 66 1 2
NTHO-T1-R14 14 68 22 76 72 68 4 9.5 33 76 72 1 2
NTHO-T1-R16 16 74 24 84 80 76 4 10.5 37 82 78 1 2
NTHO-T1-R18 18 84 26 88 84 80 4 11.5 39 94 88.75 125 2.25
NTHO-T1-R20 20 90 28 96 92 88 4 12.5 43 100 9475 125 2.25
NTHO-T1-R22 22 92 30 98 94 90 4 13.5 44 102 96.75 1.25 2.25
NTHO-T1-R24 24 94 32 100 96 92 4 14.5 45 104 9875 125 2.25

* This 1” internally insulated model provides a great reduction in the outer surface temperature. Other models and custom designs are available upon request. Dimensions subject to change without notice. All
silencers are equipped with drain ports on inlet side. The silencer is all welded construction and coated with high heat black paint for maximum durability.
** Standard inlet/outlet position.
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INETT

TECHNOLOGIES INC.

Hospital Grade Silencers

Rectangular Shape with 2” Insulation (39-46 dBA). Model NTHO2-R

Nett Technologies’ Hospital Grade Silencers are
designed to achieve maximum performance with
the least amount of backpressure.

These reactive/absorptive silencers are used for
reciprocating or positive displacement engines
where noise level regulations are high.

FEATURES & BENEFITS
e Over 25 years of excellence in manufacturing
noise and emission control solutions

e Compact modular designs providing ease of
installations, less weight and less foot-print

e Responsive lead time for both standard and
custom designs to meet your needs

e (Customized engineered system solutions to meet
challenging integration and engine requirements

TYPICAL CONFIGURATIONS
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PRODUCT DIMENSIONS (in)

OPTIONS

e Versatile connections including ANSI pattern
flanges, NPT, slip-on, engine flange, schedule
40 and others

e Aluminized Steel, Stainless Steel 304 or 316
construction

e Two inlet configuration is available upon request

ACCESSORIES

e Hardware Kits

Flexible connectors and expansion joints
Elbows

Thimbles

e Raincaps

Thermal insulation: integrated or with thermal
insulation blankets

N - 2
}, ;—H X—[EI .
el HEHTA W =
Lq- L]
-0 PxQ

BOTTOM IN END OUT (BI-EO)

A \\') H L1 L2 L3 (0) X** X El E2 P
Outlet| Width | Height | EI-EQ | BI-EO | BI-TO | | Min | Max | | ___slotDial SlotL
4 34 10 36 32 28 4 4.5 13 41 37

NTHO-T2-R4 0.75 1.75
NTHO-T2-R5 5 36 12 40 36 32 4 5 15 43 39 0.75 1.75
NTHO-T2-R6 6 38 12 42 38 34 4 5.5 16 45 41 0.75 1.75
NTHO-T2-R8 8 52 14 54 50 46 4 6.5 22 60 56 1 2
NTHO-T2-R10 10 58 16 62 58 54 4 7.5 26 66 62 1 2
NTHO-T2-R12 12 64 20 68 64 60 4 8.5 29 72 68 1 2
NTHO-T2-R14 14 70 24 76 72 68 4 9.5 33 78 74 1 2
NTHO-T2-R16 16 76 26 84 80 76 4 10.5 37 84 80 1 2
NTHO-T2-R18 18 86 28 88 84 80 4 11.5 39 96 90.75 125 2.25
NTHO-T2-R20 20 92 30 96 92 88 4 12.5 43 102  96.75 125 2.25
NTHO-T2-R22 22 94 32 98 94 90 4 13.5 44 104 9875 1.25 2.25
NTHO-T2-R24 24 96 34 100 96 92 4 14.5 45 106 100.75 1.25  2.25

TYPICAL ATTENUATION GURVE

HOSPITAL

i

Sound Attenuation in dB

125 250 500 1000 2000 4000 2000
Frequency in HZ

Please see our accessories catalog for a complete
listing.

Contact Nett Technologies with your projects
design requirements and specifications for
optimized noise control solutions.

O PxQ
BOTTOM IN TOP OUT (BI-TO)

* This 2” internally insulated model provides a great reduction in the outer surface temperature. Other models and custom designs are available upon request. Dimensions subject to change without notice. All
silencers are equipped with drain ports on inlet side. The silencer is all welded construction and coated with high heat black paint for maximum durability.

** Standard inlet/outlet position.
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INETT

TECHNOLOGIES INC.

Hospital Plus Grade Silencers

Rectangular Shape with 1” Insulation (40-50 dBA). Model NTHP1-R

Nett Technologies’ Hospital Plus Grade Silencers are
designed to achieve maximum performance with
the least amount of backpressure.

These reactive/absorptive silencers are used for
reciprocating or positive displacement engines
where noise level regulations are critically-high.

FEATURES & BENEFITS
e Over 25 years of excellence in manufacturing
noise and emission control solutions

e Compact modular designs providing ease of
installations, less weight and less foot-print

e Responsive lead time for both standard and
custom designs to meet your needs

e Customized engineered system solutions to meet
challenging integration and engine requirements

TYPICAL CONFIGURATIONS
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PRODUCT DIMENSIONS (in)

OPTIONS

e Versatile connections including ANSI pattern
flanges, NPT, slip-on, engine flange, schedule
40 and others

e Aluminized Steel, Stainless Steel 304 or 316
construction

e Two inlet configuration is available upon request

ACCESSORIES

e Hardware Kits

Flexible connectors and expansion joints
Elbows

Thimbles

e Raincaps

Thermal insulation: integrated or with thermal
insulation blankets

B 2
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BOTTOM IN END OUT (BI-EO)

A W H L1 L2 L3 o X** X E1l E2 P
Outlet| Width | Height | EI-EO | BI-EO | BITO| | Min | Max | | ___lslotDia SlotL
4 38 10 56 52 48 4 4.5 23 45 41

NTHP-T1-R4 0.75 1.75
NTHP-T1-R5 5 42 12 62 58 54 4 5 26 49 45 0.75 1.75
NTHP-T1-R6 6 44 12 68 64 60 4 5.5 29 51 47 0.75 1.75
NTHP-T1-R8 8 58 14 94 90 86 4 6.5 42 66 62 1 2
NTHP-T1-R10 10 64 16 104 100 96 4 7.5 47 72 68 1 2
NTHP-T1-R12 12 68 20 108 104 100 4 8.5 49 76 72 1 2
NTHP-T1-R14 14 72 24 112 108 104 4 9.5 51 80 76 1 2
NTHP-T1-R16 16 82 26 120 116 112 4 10.5 55 92 86.75 125  2.25
NTHP-T1-R18 18 92 28 128 124 120 4 11.5 59 102 9675 125 2.25
NTHP-T1-R20 20 94 30 152 148 144 4 12.5 71 104 9875 125  2.25
NTHP-T1-R22 22 96 32 164 160 156 4 13.5 77 106 100.75 1.25  2.25
NTHP-T1-R24 24 96 34 176 172 168 4 14.5 83 106 100.75 1.25  2.25

TYPICAL ATTENUATION GURVE

HOSPITAL PLUS

e

Sound Attenuation in dB

125 250 500 1000 2000 4000 2000
Frequency in HZ

Please see our accessories catalog for a complete
listing.

Contact Nett Technologies with your projects
design requirements and specifications for
optimized noise control solutions.

O PxQ

BOTTOM IN TOP OUT (BI-TO)

* This 1” internally insulated model provides a great reduction in the outer surface temperature. Other models and custom designs are available upon request. Dimensions subject to change without notice. All
silencers are equipped with drain ports on inlet side. The silencer is all welded construction and coated with high heat black paint for maximum durability.

** Standard inlet/outlet position.
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Hospital Plus Grade Silencers

Rectangular Shape with 2” Insulation (42-52 dBA). Model NTHP2-R

Nett Technologies’ Hospital Plus Grade Silencers are
designed to achieve maximum performance with
the least amount of backpressure.

These reactive/absorptive silencers are used for
reciprocating or positive displacement engines
where noise level regulations are critically-high.

FEATURES & BENEFITS
e Over 25 years of excellence in manufacturing
noise and emission control solutions

e Compact modular designs providing ease of
installations, less weight and less foot-print

e Responsive lead time for both standard and
custom designs to meet your needs

e Customized engineered system solutions to meet
challenging integration and engine requirements

TYPICAL CONFIGURATIONS
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PRODUCT DIMENSIONS (in)

OPTIONS

e Versatile connections including ANSI pattern
flanges, NPT, slip-on, engine flange, schedule
40 and others

e Aluminized Steel, Stainless Steel 304 or 316
construction

e Two inlet configuration is available upon request

ACCESSORIES

e Hardware Kits

Flexible connectors and expansion joints
Elbows

Thimbles

e Raincaps

Thermal insulation: integrated or with thermal
insulation blankets

B 2
}, ;—H X—[EI .
el HEHTA W =
Lq- L)
-0 PxQ

BOTTOM IN END OUT (BI-EO)

TYPICAL ATTENUATION GURVE

HOSPITAL PLUS

e

125 250 500 1000 2000 4000 8000
Frequency in HZ

Sound Attenuation in dB

Please see our accessories catalog for a complete
listing.

Contact Nett Technologies with your projects
design requirements and specifications for
optimized noise control solutions.

O PxQ
BOTTOM IN TOP OUT (BI-TO)

mmmm-mm--m Slot L

NTHP-T2-R4 4

NTHP-T2-R5 5 42 14
NTHP-T2-R6 6 44 14
NTHP-T2-R8 8 58 16

NTHP-T2-R10 10 64 18
NTHP-T2-R12 12 68 22
NTHP-T2-R14 14 72 26
NTHP-T2-R16 16 82 28
NTHP-T2-R18 18 92 30
NTHP-T2-R20 20 94 32
NTHP-T2-R22 22 96 34
NTHP-T2-R24 24 96 36

62 54 4

68 64 60 4 5

80 76 72 4 5.5

94 90 86 4 6.5
104 100 96 4 7.5
108 104 100 4 8.5
112 108 104 4 9.5
128 124 120 4 10.5
140 136 132 4 11.5
152 148 144 4 12.5
176 172 168 4 13.5
188 184 180 4 14.5

26 41 0.75 175
29 49 45 0.75 175
35 51 47 0.75 175
42 66 62 1 2
47 72 68 1 2
49 76 72 1 2
51 80 76 1 2
59 92 86.75 125 2.25
65 102 9675 1.25  2.25
71 104 9875 125 225
83 106 100.75 1.25  2.25
89 106 100.75 1.25  2.25

* This 2” internally insulated model provides a great reduction in the outer surface temperature. Other models and custom designs are available upon request. Dimensions subject to change without notice. All
silencers are equipped with drain ports on inlet side. The silencer is all welded construction and coated with high heat black paint for maximum durability.

** Standard inlet/outlet position.
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Super Hospital Plus Grade Silencers

Rectangular Shape with 2” Insulation (50-60 dBA). Model NTSH2-R

OPTIONS TYPICAL ATTENUATION CURVE
Nett Technologies’ Super Hospital Plus Silencers are e Versatile connections including ANSI pattern
designed to achieve maximum performance with flanges, NPT, slip-on, engine flange, schedule SUPER HOSPITAL PLUS
the least amount of backpressure. 40 and others =
These reactive/absorptive silencers are used for e Aluminized Steel, Stainless Steel 304 or 316 £
reciprocating or positive displacement engines construction 2
where noise level regulations are extreme. e Two inlet configuration is available upon request E
=T
FEATURES & BENEFITS ACCESSORIES -
e Over 25 years of excellence in manufacturing e Hardware Kits s A58 235 00| 100 2006 8000 050

noise and emission control solutions

Frequency in HZ

e Compact modular designs providing ease of Flexible connectors and expansion joints

installations, less weight and less foot-print Elbows Please see our accessories catalog for a complete
e Responsive lead time for both standard and Thimbles listing.
custom designs to meet your needs e Raincaps

e Customized engineered system solutions to meet

Contact Nett Technologies with your projects
Thermal insulation: integrated or with thermal design requirements and specifications for

challenging integration and engine requirements insulation blankets optimized noise control solutions.
TYPICAL CONFIGURATIONS
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PRODUCT DIMENSIONS (in)

A W H L1 L2 K] (0] X** X El E2 P
Outlet| Width | Height | EI-E0 | BI-EO | BITO| | Min | Max | | ___lslotDial SlotL
4 30 12 62 58 54 4 4.5 26 37 33

NTSH-T2-R4 0.75 175
NTSH-T2-R5 5 36 14 68 64 60 4 5 29 43 39 0.75 175
NTSH-T2-R6 6 48 14 80 76 72 4 5.5 35 56 52 1 2
NTSH-T2-R8 8 60 16 94 90 86 4 6.5 42 68 64 1 2
NTSH-T2-R10 10 68 18 104 100 96 4 7.5 47 76 72 1 2
NTSH-T2-R12 12 72 22 108 104 100 4 8.5 49 80 76 1 2
NTSH-T2-R14 14 72 26 112 108 104 4 9.5 51 80 76 1 2
NTSH-T2-R16 16 80 28 120 116 112 4 10.5 55 88 84 1 2
NTSH-T2-R18 18 92 30 128 124 120 4 11.5 59 102 96.75 125 2.25
NTSH-T2-R20 20 94 32 140 136 132 4 12.5 65 104 9875 125 2.25
NTSH-T2-R22 22 96 34 144 140 136 4 13.5 67 106 100.75 1.25  2.25
NTSH-T2-R24 24 100 36 162 158 154 4 14.5 76 110 10475 1.25 2.25

* This 2” internally insulated model provides a great reduction in the outer surface temperature. Other models and custom designs are available upon request. Dimensions subject to change without notice. All
silencers are equipped with drain ports on inlet side. The silencer is all welded construction and coated with high heat black paint for maximum durability.
** Standard inlet/outlet position.
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